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System requirements:

. Microsoft Windows XP / Vista, Windows 7 / Windows 8 (in compatibility mode)
. PDF reader
. Screen resolution of at least 1024 x 768 pixels

Read the User’'s Manual carefully before the first use. The installation, use and maintenance/data backup of the
Accu-Chek Smart Pix software are the sole responsibility of the user. Roche Diagnostics accepts no responsibility for
any damage or loss resulting from non-compliance with this User's Manual.

In addition, we advise you to refrain from installing any software on your computer which is not from a trustworthy source
and to protect your computer against unauthorised third-party access. This particularly applies to the security of any exist-
ing Internet access. Use up-to-date software for virus protection and your firewall and install the security updates and
patches recommended by the manufacturers.

If you have obtained the Accu-Chek Smart Pix software from a USB flash drive: The USB flash drive is the original medium
used to provide the software, but it is not a removable medium for storing data you have created yourself. Avoid potential
data loss (e.g., from damage to or loss of the USB flash drive) and always store all files locally on your computer or on

a network server.

Do not remove the USB flash drive containing the Accu-Chek Smart Pix software while data is being exchanged. Doing so
could cause irreparable damage to files.



Important note: Never change your therapy based on data contained in the Status report element; always talk to
your healthcare professional first.

Important note: The displayed blood glucose Status will only be meaningful if the settings have been properly
selected. We therefore strongly recommend that you talk to your healthcare professional before you change the
configuration for Hypo risk, Mean blood glucose and Variability.

The number of tests per test day must be sufficient in order to draw appropriate conclusions regarding therapy
from the statistical analysis. In addition, the tests must be conducted at meaningful points in time spread over the
course of the day. Only then does the analysis in the Status report element correctly reflect the relevant blood glu-
cose parameter. If, for example, blood glucose is only tested when blood glucose levels are within the normal range
(euglycaemia) or higher range (hyperglycaemia), the Hypo risk is artificially lowered.

Important note: The Hypo /imit can only be a reliable indicator of low blood glucose (hypoglycaemia) if the limit
has been properly selected. We therefore strongly recommend that you talk to your healthcare professional before
you change the limit. This function is not a substitute for hypoglycaemia training by your healthcare professional.

Important note: You do not require an Internet connection if you wish to use the Accu-Chek Smart Pix device and
the Accu-Chek Smart Pix software. All the pages and functions are stored in the device itself or in the software,
where they can be called up. An Internet connection is only required if you wish to automatically update the
Accu-Chek Smart Pix software, download it from the Internet or send data by email.
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Version note

This User's Manual is valid for the Accu-Chek Smart Pix
software, version 2.0 in connection with an

. Accu-Chek Smart Pix device (model 2),
version 2.0 or higher or

. Accu-Chek Smart Pix device (model 1),
version 3.05 or higher.

You can check the software versions at any time as
described below:

Open the Help menu by clicking the icon (on the right-
hand edge of the button bar). You can display the software
version by clicking About... This displays both the software
version of the Accu-Chek Smart Pix software and the version
of the connected Accu-Chek Smart Pix device.

Latest software versions

You can download the latest software version of the
Accu-Chek Smart Pix system using the Tools button or
as an automatic download (if configured) from the Internet.
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Chapter 1, Overview of the Accu-Chek Smart Pix system
1  Overview of the Accu-Chek Smart Pix system

The Accu-Chek Smart Pix system is used to easily and
automatically analyse blood glucose values and therapy data
from various Accu-Chek meters and insulin pumps. The
analysis is provided on a computer in the form of a report
consisting of various configurable report elements. The
system is made up of the following components:

Accu-Chek Smart Pix software

The Accu-Chek Smart Pix software generates the reports
and also allows you to manage the records of several users
or patients. You obtain the software in one of the following
ways:

. With the Accu-Chek Smart Pix device (model 2).
The setup program is stored directly on the device.

. On a USB flash drive.

. As a download from the Roche website.
Accu-Chek Smart Pix device

The Accu-Chek Smart Pix device' is connected to the com-
puter and communicates with the meters and insulin pumps.
If you obtained the software from a USB flash drive or as

a download, you can also use the Accu-Chek Smart Pix
device (model 1) to communicate via the infrared port, or
use a suitable USB cable (USB, type A to USB, micro B) to
communicate with USB devices.

1. The Accu-Chek Smart Pix device (model 2) and the download
version of the Accu-Chek Smart Pix software are not available
in all countries.

Accu-Chek Smart Pix diabetes management system User’s Manual 11



Chapter 1, Overview of the Accu-Chek Smart Pix system

Using the Accu-Chek Smart Pix software with the Accu-Chek
Smart Pix device (model 2)

. Connect the Accu-Chek Smart Pix device (model 2) to
the computer when you want read data from a meter
or an insulin pump.

. Place a meter or an insulin pump with its infrared port
facing the Accu-Chek Smart Pix device or:

. Connect a meter with a USB port to the Accu-Chek
Smart Pix device with a USB cable.

. Launch the Accu-Chek Smart Pix software.

. Prepare the device for transferring data

(see chapter 6).
. Click the Read device [E button.

12 Accu-Chek Smart Pix diabetes management system User’'s Manual
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Chapter 1, Overview of the Accu-Chek Smart Pix system

Using the Accu-Chek Smart Pix software (USB flash drive
or download)

. Connect the Accu-Chek Smart Pix device (model 1) to
the computer when you want read data from a meter
or an insulin pump.

. Place a meter or an insulin pump with its infrared port
facing the Accu-Chek Smart Pix device or:

. Connect a USB cable for transferring data first to
a meter with a USB port (USB, micro B) and then
directly connect the other end to a free USB port on
your computer (USB, type A).

. Launch the Accu-Chek Smart Pix software.
. Prepare the device for transferring data
(see chapter 6).

. Click the Read device [E button.

13



Chapter 1, Overview of the Accu-Chek Smart Pix system

YR - = The Accu-Chek Smart Pix software is a computer pro-
mm— = —— =5 gram for the Accu-Chek Smart Pix system. It contains the
e e following functions:
. Create (and edit) reports.
. Archive reports with selected elements as a PDF file.
. Email reports with selected elements.
. Display and print archived reports.
. Manage and edit user or patient records.
. Importing device data as well as printing and saving
reports can be automated.

. The graphical report elements displayed have inter-
active functions for customising the display.

. Install software updates for the Accu-Chek Smart Pix
system.

All reports are displayed and all functions are used from
within the Accu-Chek Smart Pix software.

14 Accu-Chek Smart Pix diabetes management system User’s Manual



1.1 Overview of the Accu-Chek Smart Pix device
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The device is made up of the following components, which
are briefly described below.

1 Accu-Chek Smart Pix device': This device enables
connection to various Accu-Chek meters and insulin
pumps with infrared or USB ports. At the same time,
it contains all the files required for installing the
Accu-Chek Smart Pix software.

2 USB plug for hooking up to the computer.

3 Infrared window for communicating with similarly
equipped Accu-Chek meters and insulin pumps.

4 USB cable with USB micro B plug to connect directly
to similarly equipped Accu-Chek meters.

1. Note: This device is not available in all countries.

15



Chapter 1, Overview of the Accu-Chek Smart Pix system

1.2  Overview of the status indicator signals of the Accu-Chek Smart Pix system

The Accu-Chek Smart Pix system indicates various operating
states with the status indicators on top of the device. If all
status indicators are off, the Accu-Chek Smart Pix device is
not connected to a computer or the computer is not switched
on. The following status indicators may be lit up:

5 Device name:

= Glows continuously if the device is connected to
a computer and the computer is switched on.
The device is ready for operation.

= Flashes when a setting or update file is being

received.
- 6 Luminous surface:
ACCU.CHEK ® smart Pix = Off: the device is ready for operation but inactive.
= Pulsates slowly: the device is actively searching for
a meter.

= Glows continuously: the device is reading data,
analysing it or is transferring information (e.g. time)
to the meter.

= Flashes quickly: the device is displaying an error.

Software updates for the Accu-Chek Smart Pix
system can be installed via the computer. The device
name flashes while this type of update is being
installed.
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1.3  Accu-Chek Smart Pix software overview
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The Accu-Chek Smart Pix software consists of the following
elements:

@ Accu-Chek SmartPixSoftware oo =]

jem O BBICOXO

7:NOV 2008-20. N0V 2006 ¢ gl nn
o I

lsep

.

KEY ¥
& X Blood glucose
M O G before meal
& W G afermeal

111 nsuin (123)
XOIM Hypoglycaemia
XL1M Above target ange
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7 Title bar of the program window, showing the
program name and the buttons for minimising,
maximising and closing the window.

8 Navigation area

9 Button bar containing the buttons for calling up
program functions.

10 Display pane for showing the reports and records.

The user interface needs a screen resolution of at least
1024 x 768 pixels. On larger screens, the window size can
be changed in any way inside the screen area.

Note about the illustrations in this User’s Manual

Bear in mind that all illustrations of screen content (screen-
shots) used in this User's Manual only serve as examples in
terms of visual appearance and content. The actual appear-
ance depends on your individual system and program set-
tings. The content displayed depends on the meter data or
insulin pump data that was read.
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1.4 Buttons overview

QIOIOION0,

CHMDNARZOOXO
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In the program window you will find the following buttons:

11

Back button

Returns to the report element that was displayed last.
This button is only activated once you leave the dis-
played start screen to display another report element.

12

Open patient list button
You can open an existing record from the patient list
or create a new record.

13

Save button
A record that was just displayed but not yet assigned
to a patient can then be saved.

14

Print button
Selected report elements are output to a printer of
your choice.

15

Email button

The default email program on the computer is
launched and selected report elements (in PDF for-
mat) as well as the associated record (if selected) are
automatically attached to an empty email.

Accu-Chek Smart Pix diabetes management system User’'s Manual
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Chapter 1, Overview of the Accu-Chek Smart Pix system

16  Save as PDF report button
Selected report elements are saved in a PDF file.
17  Open PDF report button
Open reports previously saved as PDF files in order to
display them using the PDF reader installed on the
computer (e.g., Adobe Reader), or to print them.*
18  Settings button
Use this button to adjust the settings for the
Accu-Chek Smart Pix software.
19 Tools button
Access to special functions such as software updates
or importing records.
20  Help button

This is where you can find menu options for direct
access to the User's Manual and for displaying the
program version.

* If you do not yet have a program for displaying PDF files
on your computer, you can download, e.g., Adobe Reader
from the Adobe website (http://get.adobe.com/reader/)
free of charge.
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1.5 Printed symbols

Some passages in this User's Manual are highlighted by
symbols. Read these passages very carefully! There are more
symbols on the type plate of the device and/or the packaging.

Description
This symbol identifies safety information that indicates a possible risk of damage to your health.

(7]
<
[>a
=2
S

This symbol draws your attention to important information.

Manufacturer

Catalogue number

Batch code - year of manufacture

HELS

= The Accu-Chek Smart Pix software fulfils the requirements of the European
Directive 93/42/EEC on medical devices.
= The Accu-Chek Smart Pix device fulfils the requirements of the European
Directive 2004/108/EC on electromagnetic compatibility.
= The USB flash drive fulfils the requirements of the European Directive 2004/108/EC
on electromagnetic compatibility.
This product fulfils the legal requirements of the People’s Republic of China on the use of certain
substances in electronic products.
The USB flash drive falls inside the scope of the European Directive 2002/96/EC (Directive on
waste electrical and electronic equipment, WEEE).

n
m

Consult instructions for use. The Accu-Chek Smart Pix diabetes management system User’s
Manual can be opened by clicking on the Help button.

el A printed version of the Accu-Chek Smart Pix diabetes management system User's Manual can
[:E] dia.smartpix@roche.com be requested by emailing dia.smartpix@roche.com.

i 1@
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2  Prior to using the Accu-Chek Smart Pix system

You can use the Accu-Chek Smart Pix system (device and
software) on any computer which meets the necessary
system requirements. Any additional computer features
required are listed below.

The Accu-Chek Smart Pix software is supplied on the
Accu-Chek Smart Pix device and is installed directly from it.
In addition, Roche provides the Accu-Chek Smart Pix
software on a USB flash drive or as a downloadable file. The
software can be used on a standalone computer as well as
on a network server.

Files generated (e.g., records, archived reports) are either
saved locally or on a server, where they are available for
shared access. Just as with all other data you should protect
these files from inadvertent data loss by backing them up
regularly.

@ If you have obtained the Accu-Chek Smart Pix

software from a USB flash drive: The USB flash drive
is the original medium used to provide the software,
but it is not a removable medium for storing data
you have created yourself. Avoid potential data loss
(e.g., from damage to or loss of the USB flash drive)
and always store all files locally on your computer or
on a network server.
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2.1

What you require to use the Accu-Chek Smart Pix system

You have...

You also require...

Accu-Chek Smart Pix device (model 2)'

-

= A computer that meets the respective system require-
ments and a printer, if you wish to print reports.

Accu-Chek Smart Pix device (model 1)

= A computer that meets the respective system require-
ments and a printer, if you wish to print reports.

= The Accu-Chek Smart Pix software (USB flash drive or
download)

= Asuitable USB cable (USB, micro B to USB, type A), if you
wish to read meters with a USB port.

Accu-Chek Smart Pix software,
(USB flash drive or download)

= A computer that meets the respective system require-
ments and a printer, if you wish to print reports.

= Asuitable USB cable (USB, micro B to USB, type A), if you
wish to read meters with a USB port.

= An Accu-Chek Smart Pix device (model 1) if you wish to
read data from meters with an infrared port.

22

1.

Note: This device is not available in all countries.
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The following requirements must be met to be able to use
special functions:

. Adobe Reader or a similar program must be installed
to be able to display and print PDF files.

. Internet access to download software updates and
to send emails.

. A properly configured email program (Microsoft
Outlook, Windows Live Mail or Mozilla Thunderbird)
to be able to email reports.

Accu-Chek Smart Pix diabetes management system User’s Manual 23
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2.2 Copying software to the computer

24

The Accu-Chek Smart Pix software can be used locally on
your computer or on a network server. To do this, copy the
entire program folder to a suitable location on the selected
hard disk. Depending on your needs, you have the following
options:

. If you are the only person who will be using the
program, copy the program folder locally to your
computer. You will also save the created files there.

. If you want to use the program in a network and if the
same program settings are to apply for every work-
station, then install the program folder on the network
server. You will also save the created files there. On
the server, the program can also be used by several
network users at the same time.

. If you want to use the program in a network, but allow
individual program settings for every workstation,
copy the program folder separately to every single
workstation. The created files, however, will be saved
on the server to enable shared access to all data
despite individual settings.

Depending on your needs, make the appropriate prepara-

tions for copying the software from the following three
options:
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Connecting the Accu-Chek Smart Pix device

To copy the software from the Accu-Chek Smart Pix device
(model 2): Insert the USB plug of the Accu-Chek Smart Pix
device in a free USB port on your computer. You can do this
while your computer is either on or off. This connection pro-
vides the Accu-Chek Smart Pix device with power and it
therefore does not need a battery or a power pack.

After connecting the Accu-Chek Smart Pix device and turn-
ing on the computer as necessary, the glowing Accu-Chek
Smart Pix logo appears and indicates operational readiness.
Simultaneously, the computer recognises the Accu-Chek
Smart Pix device as removable media (similar to a USB flash
drive).

Connecting the USB flash drive
To copy the software from the USB flash drive: Insert the USB

flash drive into the computer. The computer recognises it as
removable media.

Preparing the download version

To copy the software from the download folder: The software
is offered as a compressed data package (ZIP archive) for
download. After downloading the ZIP file (e.g. to the
Downloads folder), extract this file by double-clicking it.
After extracting the files, the installation folder Accu-Chek
Smart Pix is created in the selected location.
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(@ » computer » SmatPx(®) » « [ég [ seorchswarToncsw e 2l

Organize v Shan olaer

4 )& Administrator ~ Name Date modified Type
& Contacts

a2 Desktop
Setu
> 1§ Downloads 1 seup
» i Favorites

# Links
» [E] My Documents

1 My Music
£ My Pictures
B My Videos
1 Saved Games
£ Searches
M Computer
> e Floppy Disk Drive (&9
» & Local Disk (C)
> &3 DVD Drive (D)
4 @ SVARTPIX-SW (E)
SMARTPIXSW dla ,

2 items

-
& Accu-Chek Smart Pix software - Setup. ol @ ==
Select path
Select the target folder for the Accu-Chek Smart Pix software:
Setup wil copy the Accu-Chek Smart Pix software to the following folder.
| Click"Next” to continue or "Browse” to select a different target folder.
Software] Browse.
[¥]Create a desktop icon
[Ccreate a folder in the Start menu
At least 88, 1 MB of free disk space is required.

Copy the program to your computer as follows:

. If this has not been done automatically, open a
window on your computer which displays the contents
of the Accu-Chek Smart Pix device (as a disk), of the
USB flash drive or of the extracted installation folder.
You can do this from My Computer or Windows
Explorer.

. Double-click the setup program Setup.exe and follow
the instructions on the screen.

. Select the location to which you wish to copy the
“Accu-Chek Smart Pix Software” program folder.

- If you are usually logged on as the administrator,
open the Programs folder (or Programs (x86), if
applicable).

- If you do not have administrator access rights,
select a location which you can access even with
limited access rights, e.g. the folder Documents.

- When installing the program on a network server,
ensure that all users have the necessary access
rights for the selected location.

@ For security reasons, the Accu-Chek Smart Pix device

is furnished with write-protection. Therefore before you

can use it, the Accu-Chek Smart Pix software must be
copied to your computer and then run from there.
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& Accu-Chek Smart Pix software - Setup.

Select Accu-Chek device drivers
Install Accu-Chek device drivers?

The Accu-Chek device drivers are required for the Accu-Chek Smart Pix software

to be able to transfer data from devices connected via a USE port.

You must be logged on as an administrator to install the device drivers.

[ Install Accu-Chek device drivers.

=)

1 Searches

4% Computer

@Uv\ < Local Disk (C) » Program Files (@) » Accu-Chek Smart Pix Software »

> & Floppy Disk Drive (A)

Organize v Includein brary ¥ Sharewith = Bum  New folder
e Deskiop Narme
> 8 Downloads
* Manuals
> (B Favorites
WIS scces ble
J m Diaries
> [E] My Documents
imageformats
1 My Music
PDF Reports
£ My Pictures
plugins
B My Videos L4
# Saved Games e
Update

Accu-Chek Smart Pix Software.exe
ACSP_Security bt

[

Date modified

1607.201315:25
160720131525
201220131622
160720131525
201220131622
160720131525
051220131601
1607201319552
0807.201316:53
080720131706

==

Type
File folder
File folder
File folder
File folder
File folder
File folder
File folder
File folder

Application

I

Application extens. | |

Application exter

Application extens.

|| ContinuaMgr.dil 2805.201312:32
4 & Local Disk (C) N
8] ibeayz2al 250120121600
b01559822c722972eb
| libgee_s_dw2-1.dIl 25012012 16:00
Perflogs N
. . 8] mingwenLo.di 250120121600
o %] QtCored dil 25012012 16:00
Pr les (86)
4 OtGuid.dl 01201216:00
| Accu-Chek Smart Pix Software sz
21 items

o

Accu-Chek Smart Pix
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Select the option to install the corresponding drivers if
you have obtained the software from a USB flash drive
or download and wish to read data from meters with
a USB port. This driver installation is not required for
the Accu-Chek Smart Pix device (model 2) because
the drivers are pre-installed on the device.

Administrator access rights are required for installing
the USB driver software.

Upon completion of the installation, shortcuts are
automatically created in the Windows start menu and/
or on the desktop (depending on the options you
selected).

If you are using the application on several computers

in the network, make sure that the location for saving
the shared files is identical on every computer.
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3 Launching and configuring the Accu-Chek Smart Pix software

3.1 Launching the Accu-Chek Smart Pix software

[E=RECR =)

@Qv\ << Local Disk (Cz) » Program Files (36) » Accu-Chek Smart Pix Software »
Organize v Includeinlibrary »  Sharewith»  Bum  Newfolder
4 Neme

_Manuals
accessible

Diaries
imageformats
F PDF Reports

plugins

B My Videos
1 Saved Games

¥ searches
4 18 Computer
> e Floppy Disk Drive (A)
4, Local Disk (C)
bOLS59822C7a2872¢eh

4] Continu:
4] ibeay32.dl
[ tibgee s dw2-L.di

> )i Peflogs
> i Program Files
4 )\ Program Files (6)

4] mingwm10.di
[ atCoret.di

Date modified

160720131525
1607.201315:25
201220131622
1607.201315:25
201220131622
1607.201315:25
051220131601

250120121600
250120121600
250120121600
250120121600

01.201216:00

+ [ 4 [ Search Accu-Chek Smart Pix Software

Type
File folder
File folder
File folder
File folder
File folder

File folder

| QtGuid.dil
© | Accu-Chek Smart Pix Software «

21 items

Application extens., ™
v

. Accu-Chek Smart Pix Software.exe
0] e ' bt

@ Accu-Chek smartPixSoftware

0% resadovce

SO BERDTLQ0KO

ACCU-CHEK®
Smart Pix

Software

Version 2.0.0

©2014 Roche Diagnostics
ACCU-CHEK and ACCU-CHEK SMART PIX are trademarks of Roche. Terms of Use
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To launch the Accu-Chek Smart Pix software, double-click
either the program file Accu-Chek Smart Pix Software.exe or
an existing shortcut (see chapter 2.2).

The program launches with a program window which is still
empty.

. If you only wish to use the program to edit a record
already saved or to display saved reports it is not nec-
essary to connect the Accu-Chek Smart Pix device.

. If you wish to use the program to read new data,
connect the Accu-Chek Smart Pix device or a suitable
meter (e.g., the Accu-Chek Mobile blood glucose
meter directly via USB) now.

If a suitable device is already connected, you can use the

Read device [ button to read the data directly from the
device.
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3.2

Configuring the Accu-Chek Smart Pix software

@ Accu-Chek Smart P Softuare

T

(- Language (- Display options
(Engiish ~) || Date format

- Sttscreen ————————— | Timefomat
(Blood glucose - Status ~) || Non-work day

(~ Personal sefings.

Inputfield for personalising the printed and saved reports

Automatic import [ X setings |
\ X setings |

Automatcsave [

Automatic print

30

Radress e 3 Automatic update (
(- Save optons
Patnorpatief| settngs \
Path for FOF CET——— e
Seftings fornew patients | £ Doe |
PF reporti
[Epn (~ Display options ————————————————
(English ~) || Dateformat (31122011
- startsereen ————————————————————— | Tmeformat (30~
(Biood gucose - Siatus D

Non-work day (saturdayisunday_~ |

(- Personal settings
Inputfield for personalising the printed and saved reports GBI
Automatic print

Automatic save

Automatic update

Path for patient records: | C/Program Files (x86)/Accu-Chek Smart Pix Software V2.0.0 4115/Diaries

Path for PDF reports: | C:/Program Files (x@6)/Accu-Chek Smart Pix Software V2.0.0.4118/PDF Reports

PDF reportfile names: [Name_First name_Date of birtn_Patient ID_Current date.paf

You can customise several areas of the Accu-Chek Smart Pix
software to tailor it to your needs. These settings are inde-
pendent of those which may have been applied to the
Accu-Chek Smart Pix device (model 1).

Click the Settings [[5J button to open the corresponding
dialog box. Depending on the actual situation you will find
two or three setup areas in this dialog box. This can be seen
from the tabs below the upper window edge:

. If no record is currently open, you will find two setup
areas, General settings and Settings for new patients.

. If a record is open, you will find three setup areas.
In addition to the ones mentioned above, you will find
a third area whose name corresponds to the open
record.

For all the settings described on the following pages, the
following applies:

. Click the OK ¥ button to save the modified settings
and close the dialog box, or:

. Click the Cancel X button to discard the modified
settings and close the dialog box without saving the
changes.
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General settings

Settings

el In the General settings area you will find configuration

options for the user interface.

( Language (- Display options

(English ~) || Dateformat (31122011

Time format (1330

PDF reportfile names: [Name_First name_Date of birtn_Patient ID_Current date.paf

T S === . Language: Here you can select the language to be
_‘PE‘W‘SE“H,:S— Au::m:i‘;::‘ns — used for the user interface and the reports. If the
(Xeme) Accu-Chek Smart Pix software supports the language
I = set in the system, the language will be set auto-
(f see matically.
e e ——— e e

the reports. This screen will be displayed automatically

after reading device data. You can select any of the
available report elements for this screen.

. Personal settings: Input fields for personalising print-

outs or saved files.

. Display options: Here you can set the date and time
format and the non-work days for displaying reports.

. Automatic features: Here you can set automatic pro-
gram functions supporting the use of the system in
a doctor’s practice or another medical institution.
You can configure device data to be automatically
read, saved or printed. Updates for the Accu-Chek
Smart Pix system can also be downloaded auto-
matically from the Internet.

. Save options: Here you can select the location for
saving patient data (records), as well as naming
conventions and the location for saving PDF reports.
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Selecting a language

(75 it s = . Click the currently set language to open the selection

Bulgarian / Ewnrapon
Chinese (simplitec) /ckz list
" Chinese (raditional) / 4P "

1 (- Display options.

" Croatian / Hvatski ‘ i
¢ Date format (rizaon )
Caech 1 Gesky ai2z0n v Cl K the | I
y ) .
"~ oanisn/Dansk | rimeformat Gam D! ick the language you want to select.
Dutch  Nederands e ——
Non-work day (Satudayisunday )
] Engiish (US) K (- Automaticfeatures
Estonian/ Eest J—
Finnish Suomi Automatic import [ X setngs |
French (Canada)  Frangais (Canada T
(Ganada) Francais (Canaca) Automaticprint [ X setings |
French  Frangais J
German  Deutsch Automatc save [ X setings |
Greek/ BN e ——
Hebrew /nnay Automatic update [ f setings |
~ Hungarian / Magyar J )
(* Halian taliano
Japanese |BE Six Sofware V2.0.0.4115/Diaries (=]
Korean / 8201 pa—
Lithuanian/ Listuriy ix Software V2.0.0 4115/PDF Reports (™
Norwegian /Norsk D_Current date.paf ()]
- Persian/ 3 -
Polish /Polski

Portuguese (Brazi) / Portugués (Brasil)
Portuguese  Portugués

Romanian /Romana
Russian / Pyccii

Serbian Spski

Slovak/ Sloventina

Slovenian / Sloven&tina [ X cancer |
Spanish / Espafiol ) -

Swedish / Svenska
Thai/ amxitng
Turkish / Tarkge

Start screen

. S . Select the report element to display as the start

[0 Settings for new patients
: screen.

(- Display options

(English
G

Inputfield for personalising the printed and saved reports

Date format (31122011 ~)

Time format (1330

Non-work day (saturdayiSunday _~

) If the report element selected here is not available in
e the currently displayed report, (e.g., the Status report
(X sows | element after reading from an insulin pump), another
(X sare) start screen will be displayed as an alternative: Status
= = for blood glucose meters and Trend graph for insulin

pumps.

Automaticimport

Diabetes Center]

Path for patient records: | C/Program Files (x86)/Accu-Chek Smart Pix Software V2.0.0 4115/Diaries

Path for PDF reports: | C:/Program Files (x@6)/Accu-Chek Smart Pix Software V2.0.0.4118/PDF Reports

PDF reportfile names: [Name_First name_Date of birtn_Patient ID_Current date.paf

LS
(%€ conen)

32 Accu-Chek Smart Pix diabetes management system User’s Manual



Chapter 3, Launching and configuring the Accu-Chek Smart Pix software

Personal settings

= . Enter up to three rows of personal data (e.g., name
‘ and address of the medical institution). This text will
S then appear on all saved or printed reports. The
— (= number of characters per row must not exceed 50.

uage

( Startscreen

(Blood glucose - Status ~)

T utomatcimpon [ X senss |

[Diabetes Center \ X Senmgs:‘
omatic save [ X setings |

yd
Path for cords: | C:/Program Files (<3 ek Smart Pix Software V2.0.0.4115/Diaries

Path for PDF reports: | C:/Program Files (g6)/Accu-Chek Smart Pix Software V2.0.0.4118/PDF Reports

PDF reportfile names: [Name_First name_Date of birtn_Patient ID_Current date.paf

(& ]
(%€ conen)

_ = Display options

= . Select the display format for date and time.
(Engish /) || oate ormat (3tr2zon  ~)

e —F‘ N — . Select the non-work days. These will then be
(Blood glucose - Siatus N\ || Non-work day (Saturdayunday_~) . R )

p— N ; highlighted in the reports.

Inputfield for personalising the printed and saved reports

Diabtes Cante] | [ X semgs |

e Automtcsave [ X setings |

Path for patient records: | C/Program Files (x86)/Accu-Chek Smart Pix Software V2.0.0 4115/Diaries

Path for PDF reports: | C:/Program Files (x@6)/Accu-Chek Smart Pix Software V2.0.0.4118/PDF Reports

PDF reportfile names: [Name_First name_Date of birtn_Patient ID_Current date.paf

LS
(%€ conen)
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Settings [E=SEER =)
(English ~) || Dateformat (31122011 ~)

(Blood glucose - Status

Non-work day

(saturdayisunday_~ |

(~ Personal sefings.

Inputfield for personalising the printed and saved reports

(~ Automatic features

Automaticimport

Diabetes Center]

)

Automatic save

[ X setings |
[ X setings |
[ X setings |

‘ ‘ ‘Automatic update Setings
~

Path for PDF reports.

Path for patient records: | C:Program Files (186 )/Accu-Chek Smart Pix Software V2.0.0 4115/Diaries 3
CiProgram Files (x86)/Accu-Chek Smart Pix Software V2.0.0.4115/PDF Reports /\i

PDF reportfile names: [Name_First name_Date of birtn_Patient ID_Current date.paf

\/

(&)
[ X cancel |

Path for patient records.

Lookin: (

CProgram Files (xg6)\Acc...fware V20 0.4115Diaries ) () © ©

W& Wy Computer || | Bxen

==
) B

[ Administrator || | Imports

Path for PDF reports

=

Lookin: (

CiProgram Files 86fcc._re V2004 15FDF Repors +) O © @ 1[5 B

W4 1y Computer
|2, Administrator

Directory

[

Files of ype: [ AllFiles

Directory

)l cnoose |

Files of ype: [ AllFiles

<) [ X cance |
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Save options

Here you select the folders where the newly-created records
and archived reports will be saved. The automatic features
described in the following will also use these folders for
saving data.

. Select the location you wish to use for saving the
records.

. Select the location you wish to use for saving the
archived reports (PDF files).

If you have installed the program on several individual
computers in a network, ensure that the settings con-
figured here are identical for all computers. This is
necessary to enable shared access to all records and
archived reports.
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Settings

[E=SEER =)

( Language

(- Display options

(English

Date format (31122011 -

( Startscreen

Time format (1330 ~

(Blood glucose - Status

Non-work day (saturdayisunday_~ |

(~ Personal sefings.

Inputfield for personalising the printed and saved reports

(~ Automatic features

[ X setings |

[ X setings |

Automatic import

Diabetes Center]

[ X setings |

Automatic update

options

Path for PDF reports.

™N

C:/Program Files (@6)/Accu-Chek Smart Pix Software V2.0.0.4118/PDF Reports

Path for patient records: | C/Program Files (x86)/Accu-Chek Smart Pix Software V2.0.0 4115/Diaries
PDF reportfile names: (Name_First name_Date of birtn_Patient D_Current date paf

NOO

[ Fox |
[ X cancel |

PDF eport fle names

I order

Gy

Proview: | Name_Firstname_Date of ith_PatientID_Curent date paf
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In addition, you can configure the naming conventions to be
used for future reports that are archived (as PDF files). You
can combine several components in this file name to help
you identify and sort the files later.

The PDF report file names dialog box displays two columns
with possible components for the file name. The left column
contains the components not currently used; the right
column contains the components currently in use. The row
below these columns previews the resulting name. You can
change the composition of the name as follows:

. From the left column, select a component you wish to
use, and click Add. The component will move to the
right column.

. From the right column, select a component you no
longer wish to use, and click Remove. The component
will move to the left column.

From the right column, select a component you wish
to move to another position within the name. Click the
Up or Down buttons to move this component up or
down in the list.

. Click the OK ¢ button to save the entries.
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(- Display options

(English ~) || Date format

(31122011 -

P — Time format [ —

(Blood glucose - Status ~) || Non-work day [ SaurdayiSunday ~

(~ Personal sefings.

Fomatic features

Inputfield for personalising the printed and saved reports (G

Automatcprint [ X setings

1

Automatic save

Automatic update

(- Save options,
Path for patient records: | C:/Program Files (x86)/Accu-Chek Smart Pix Software V2.0.0.41T2/0TaM

Path for PDF reports: | C:/Program Files (x@6)/Accu-Chek Smart Pix Software V2.0.0.4118/PDF Reports

PDF reportfile names: [Name_First name_Date of birtn_Patient ID_Current date.paf

Automatic features

Automatic features help you simplify the following tasks:

. Automatically import device data and (if applicable)
add it to an existing record.

. Automatically print device data.

. Automatically save device data.

. Automatically download and install software updates.

The term “record” encompasses all the data read from
devices (with manual additions, if applicable) and assigned
to a certain person. Data read from the device will always
be saved (either to a new or an existing record) unless you
select No in the corresponding confirmation question when
importing data from the device. If, in such a case, you do not
manually save the imported data later, it will only be dis-
played temporarily and will be deleted with the next import.

When importing data from a device for the first time, a new
record can be created or the device can be assigned to an
existing record. The data from further imports from the same
device(s) is added to the existing data of that person.
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If you have enabled one or more of the automatic features,
the program will no longer close when you close the program
window. You will be notified when the program launches as
well as when the program window closes that the program
will continue running in the background to continue pro-
viding the automatic features.

To completely close the program or to restore it to the fore-
ground, right-click the Accu-Chek Smart Pix icon in the
information area (right-hand side of the Windows taskbar)
and select Open or Quit.
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Automatic import

This feature ensures that data available in the Accu-Chek
Smart Pix system is adopted directly and saved as a record.

. Click the Automatic import button.

. Click the Activate automatic import checkbox.
A check mark will appear.

. Click the OK ¢ button to save the entries.

The Automatic import button will now be displayed with

a check mark o/ indicating that the corresponding feature
has been activated. Deactivated features are displayed with
a X on their button.

The records will be saved in the folder you selected in
Save options (see page 34).

Accu-Chek Smart Pix diabetes management system User’s Manual



ieiis [E=SEER =)
E | setings for new patients |

(- Languag (- Display options
(Engish ~) || Dateformat (3112201 ~)

S — P [ —
(Blood glucose - Status ~) || Non-work day (saturday/Sunday v

(~ Personal sefings.

Address line 1

s line 2

sline 3

Inputfield for personalising the printed and saved reports

Automaticimport
Automatic print
Automatic save

Automatic update

[ setings |
X setings |
[ f setings |

[ X setings |

options

Path for PDF reports.

Path for patient records: | C:/Program Files (x86)/Accu-Chek Smart Pix Software V2.0.0, mﬁ/o}{

PDF reportfile names: [Name_First name_Date of birtn_Patient ID_Current date.paf

()]
CiProgram Files (x86)/Accu-Chek Smart Pix Software V2.0.0.4115PDRfReports ()]
()

v

Automatic print

Automatic print:
After reading the device reports are automatically printed. Selectthe report elements to be printed and the printerto be used

4

The automatic features remain active even after closing the program.
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Automatic print

To use this feature, you need to select a printer available on
the computer, as well as the reports to be printed.

Click the Automatic print button.

Click the Activate automatic print checkbox.
A check mark will appear.

Select the printer you wish to use.

Select the report elements you wish to print. Click
once to select a report element (it will be highlighted
in blue); click the same report element again to undo
your selection.

Click the Blood glucose, Insulin pump, Blood glucose
& Insulin, 3-day profile and Logbooks tabs in succes-
sion to separately select the report elements to be
printed for every one of these reports.

Click the OK ¢ button to save the entries.

The Automatic print button will now be displayed with

a check mark o/ indicating that the corresponding feature
has been activated. Deactivated features are displayed with
a X on their button.
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Automatic save

_— = This feature will automatically save reports as PDF files and
\ —— is independent of the saving feature for records, which is

D e — activated using automatic import.

(- Personal setings ~ Adtomaticteatures = ‘ . Click the Automatic save button.

Inputfield for personalising the printed and saved reports

(X e . Click the Activate automatic saving of PDF reports
Automatic save X setings .
‘ checkbox. A check mark will appear.

e o sets |

WM/ ( ' Select the report elements you want to save as a PDF

~,

()]
P fo POF reports: | CiProgram Fss 6)Aceu-Cisk Smart P Softuars V200 41151PDF flaprs e file. Click once to select a report element (it will be
(=)

PDF reportfile names: [Name_First name_Date of birtn_Patient ID_Current date.paf

highlighted in blue); click the same report element
again to undo your selection.

. Click the Blood glucose, Insulin pump, Blood glucose
(X cova) & Insulin, 3-day profile and Logbooks tabs in succes-
sion to separately select the report elements to be
saved for every one of these reports.

— == . Click the OK ¢ button to save the entries.

Automatic save
After reading the device data is automatically saved as a PDF report. Selectthe report elements to be saved

The Automatic save button will now be displayed with

N o A a check mark ¢/ indicating that the corresponding feature

e has been activated. Deactivated features are displayed with
a X on their button.

e e Tmem o Gmme n o _
" e The PDF files will be saved in the folder you selected
> = [l in Save options (see page 34).
A .

General Mealtime- Device
statistics related settings
statistics

[ @ox [ X cancel|
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Automatic update [

Automatic update:

Each ime the program is launched, it checks for updates for the
Accu-Chek Smart Pix software, the Accu-Chek Smart Pix device,
and the corresponding reference manuals on the Roche senver,
in the selected language. The Iatestversions are downloaded
automatically. This fealure requires an Intemet connection

@ Activate automatic update

\4@0»( Il X cancel |
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Automatic update

When this function is activated, the Accu-Chek Smart Pix
software automatically checks whether updates are available
for the Accu-Chek Smart Pix system (software, device, User's
Manual) every time the program starts. Newer versions are
automatically downloaded and installed.

. Click the Automatic update button.

. Click the Activate automatic update checkbox.
A check mark will appear.

. Click the OK ¢ button to save the entries.

The Automatic update button will now be displayed with

a check mark o/ indicating that the corresponding feature
has been activated. Deactivated features are displayed with
a X on their button.
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As soon as a new version is available on the update server,
the respective components are updated as described below:

. The Accu-Chek Smart Pix software is updated at the
next program start (after requesting confirmation).

. A connected Accu-Chek Smart Pix device is updated
at the next program start (after requesting confirma-
tion).

. Newer versions of the User's Manual in the currently

set language are saved in the program folder in the
Manuals folder and can be called up using the
button and the Help menu option.
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Settings for new patients

In the Settings for new patients window you will find configu-
ration options for displaying reports. These settings will
always be used when you are creating a new record.

. Time intervals: This setting defines the time intervals
used to summarise test results in the long-term view
of the Status report element.

. Time range: The Time range setting defines the
number of days or weeks whose test results will be
displayed and analysed in the reports together.

. Time blocks: In some report elements, test results are
assigned to defined time blocks. These time blocks
divide the day into eight periods typical for the patient,
and they refer to meal or sleep times.

. Minimum number of tests per test day: A statistical
analysis of Hypo risk, Variability and Mean blood
glucose can only be displayed if a minimum number of
test results per day exists. Select the minimum number
of results from which to start displaying such state-
ments in the Status report element.

. Maximum basal rate: You can customise the graphical
display of basal rates to high, mean and low average
rates.
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Status: The statements and statistics displayed in the
Status report element refer to specified target values
or target ranges and the deviation of the test results
from these. Here you can define these target values
and target ranges that will also be used in other report
elements.

- Select the Unit (mmol/L or mg/dL) to use for set-
ting the Target range for blood glucose results.

- Select whether the Hypo risk is to be evaluated
solely based on the LGBI or, in addition, depending
on the number of hypoglycaemic situations.

- Select whether the Variability is set relative to the
mean blood glucose (Relative) or as a fixed value
(Absolute).

- Mean blood glucose: The representation of the
mean blood glucose value (mean value of all blood
glucose values in the selected time range) is
defined by an upper and lower limit as well as the
hypoglycaemia limit and hyperglycaemia limit. By
setting these limits, you determine the values that
fall within the target range (green), above or below
the target range (yellow), or above or below the
hypo and hyper limit (red).

The Hypo limit can only be a reliable indicator of low
blood glucose (hypoglycaemia) if the limit has been
properly selected. We therefore strongly recommend
that you talk to your healthcare professional before
you change the limit. This function is not a substitute
for hypoglycaemia training by your healthcare pro-
fessional.
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Time intervals

o el With the Time intervals setting, you define the time intervals
o : used to summarise test results in the long-term view of the
<, B i c—]Y Status report element. You can choose between:
L nesins e @)
R, : . Upload intervals (reading out device data using the
= B LT Accu-Chek Smart Pix software, e.g. as part of regular
B visits to the doctor).
[ ] Quarterly intervals
- . - Monthly intervals
oty o mome
l . Weekly intervals
%meanse - . o
I %meanso ot (o)
9 9 ° res
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Time setup

Select the default 7ime range you want a report to analyse
and display. You can change this setting at any time in
reports as they are being displayed to examine them in more
detail or with respect to more long-term developments. All
displayed charts, values and statistics refer to the selected
time range.

By setting Time blocks, you divide a 24-hour day into eight
periods which are determined by important regular events
(e.g., main meals). For each time block, you can specify the
start time while the end time is automatically the start time of
the next time block.

The time blocks set here are used in reports to structure
them visually and chronologically.

. Click the change button to open the dialog box for
setting the time blocks.

. You can set the time in hours and then minutes using
the arrow buttons, or enter the time directly as
a number.

. Click the OK ¢ button to save the settings.
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Minimum number of tests per test day

To gain meaningful results from statistical analyses, tests
need to be conducted with a certain regularity (throughout
the day) and frequency. Select the minimum number of
tests necessary to display a statistical analysis. If the actual
number of tests is below this value, the Status report will not
display any information on the Hypo risk, Variability and
Mean blood glucose. This applies regardless of the selected
setting if there are less than 28 results altogether or if the test
results are not distributed evenly over the course of the day.

Maximum basal rate
As the sizes of the individual basal rates can vary, it is possi-

ble to adjust the scale of the insulin dose in the basal rate
chart to the desired range of values.
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Status
_— = The statements and statistics displayed in the Status report
- = . element refer to specified target values or target ranges.
Time intervals (Uploadintenals  +) g‘é’;“'::"ga"y“'““e'“”“‘s [N | ‘
Time range [ — e = 2 .
|| — There are three colours to graphically represent the results.
The colours have the following meaning:
Hypo i o9 Mean blood glucose
LBGI O Hypos
Y g = e \ . Green means that the values fall within the target
* range.
1 - . Yellow means that the values fall outside the target
e andl Dot e range.
(39 Jmmon o .
. Red means that the values fall significantly outside
Hypo it (38 Jmmon
| o= B the target range.
N . . wdire
N 7~
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Each of the setup options given here refers to the limit
separating the three areas mentioned above. This is shown
by the colour bar above the respective input fields. The whole
available setup area displays to the left and right of the
input fields (e.g., 0 ... 100 (%) if specified in percent; or

0 ... 20 mmol/L if specified in mmol/L).

. Select whether the Variability is set relative to the
mean blood glucose (Relative) or as a fixed value
(Absolute).

. Select the limits (between the three areas) for
Variability.

. In the Mean blood glucose setup area, enter the values

to be used for the Hyper limit, the upper and lower
limit of the Target range and the Hypo limit, in the unit
selected above. These are also the limits for the colour
representation (green, yellow, red). The green area
also defines the target range in the graphical report
elements.

@ Click the J button to display additional information
about the respective term.
Click the % button to restore the respective range to
the default settings.
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Customised settings for the patient record currently
displayed

This window, whose name depends on the currently opened
record, contains setup options for customising the report. The
setup options are identical to the Settings for new patients.

Use the setup area if you want to modify the settings for the
patient record that is currently displayed. The changes made
here are only applied to the currently opened record and
saved with it.
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4  Using the Accu-Chek Smart Pix software

The Accu-Chek Smart Pix software gives you the following

options:

. Display report elements with graphical, tabular and
statistical elements.

. Maximise graphical report elements depending on the
available screen area and examine them in detail.

. Interactively toggle individual elements in the charts
and/or adjust them.

. Archive reports with selected elements as a PDF file.

. Print selected elements of a report.

. Email reports with selected elements.

. Display data read from the device as an Accu-Chek
Smart Pix software record to edit and save it.

. Create records for multiple patients or users and
assign the devices in use.

. Read, send or save records and automate reports.

. Display archived (saved) reports in a PDF reader and
print them.

. Perform software updates.
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4.1 Manually reading data

e =6 /=
T YEEETYT Y
H
ACCU-CHEK’
Smart Pix
Version 2.0.0
ACCUGHEK and ACCUHEK SWART P s tadhmaks f ke, Tema cfUse
& Read device [zl

‘.ﬁ' Device is slow by 0:15 hours.

" @ Synchronise device time with computer time H O lgnore ‘
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If you configured the Accu-Chek Smart Pix software so that
no automatic features will run, you need to trigger the
reading of data manually.

. Prepare the meter or insulin pump for transferring
data. See chapter 6 or the User's Manual of the meter
for detailed information about this preparation.

. Click the Read device [E button.

@ When reading the data, the time set in the device is
compared to the time set in the computer. You will be
notified if these times do not match. You can adjust
the time set in the device directly from the Accu-Chek
Smart Pix software if your meter supports this function.
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1 Upload date

Accu-Chek Smart Pix Software - Import device data =3
Import device data
Data received from:
Accu-Chek Compact Plus Serial number: 01161150

This device has not been assignedto a patient yet. Select “Assign device™ to
assign the device to a patient, select ‘New patient” to create a new patientfile,
or select *Cancel to cancel,

[ assiondevice ][ Newpatient || Cancel |

Accu-Chek Smart Pix Software - Import device data =5
Import device data
Data received fram
Accu-Chek Compact Plus Serial number: 01161150

Should the device data be assigned to this patient's record:
Smith, Annie

10.05.1958

SA19580510

=

Otherpatient || Cancel |
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The data is now imported from the Accu-Chek Smart Pix
device and prepared for a report according to the defaults. At
this point in time the record is not yet saved. This allows you
to simply display the report without assigning it to a patient
and/or permanently saving it.

To permanently save the displayed record, click the Save
button. Which dialog box will be displayed next depends on
whether the respective device has already been assigned to
a patient and/or record or not. See page 56 and further for
information about creating and managing records.

If data is imported from a device for the first time:

. The Assign device button allows you to add the data to
an existing record.

. The New patient button allows you to create a new
record and assign the device to it.

If data has already been imported from the device and
assigned to a record:

. The Yes button allows you to confirm that the data is
to be added to the existing and pre-selected record.

. The Other patient button allows you to assign the
device to another existing record.
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Note that unsaved data is only available until you
close the program or the record, or import new data.

If patients are using more than one meter (e.g., one at the
workplace and one at home) and you want to read the data
from all the devices for the same report, repeat the steps
described above for each device.

A joint analysis of several devices can only be per-
formed if the imported data is saved. Reports that are
not saved can only represent the data from one
device.

@ To be able to analyse the combined data from several
devices properly, all meters used must have the same
date and time settings. Only then will the reports pro-
vide correct information for recommending a poten-
tial course of treatment.
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4.2 Automatically reading data

Accu-Chek Smart Pix Software - Import device data =
Import device data

Data received fram:
Accu-Chek Compact Plus Serial number: 01161150
This device has not been assigned to a patient yet Select “Assign device” to

assign the device to a patient, select “New patient to create a new patient file,
or select "Cancer” to cancel.

[ Assign device ]\ Newpatient || Cancel |

Accu-Chek Smart Pix Software - Import device data ==
Import device data

Data received from:
Accu-Chek Compact Plus Serial number: 01161150

Should the device data be assigned to this patient's record:
smith, Annie

10.05.1958

SA19580510

[ ves ]\ oterpatient || Cancel |
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If you configured the Accu-Chek Smart Pix software so that
an Automatic import will be performed, it is not necessary for
the program to run in the foreground. You can minimise or
close the program window. As soon as the program running
in the background recognises that new data has been trans-
ferred to the Accu-Chek Smart Pix device, you will be notified
and guided through further steps.

As soon as new data is recognised, the following options can
be taken as subsequent steps (as with manually reading
data):

. If you have not yet created a personalised record for
the currently imported data, you can create a new
record for it and assign the device to it.

. If you have already created a personalised record but
not yet assigned the device to it, you can assign it now.

. If you have already created the record and assigned
the device to it, you will only need to confirm that the
data is to be added to the record.

. You also have the option to view the data temporarily
without saving it to a record.
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4.3 Managing records

(o =
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Accu-Chek Smart Pix Software - Import device date =

Import device data

Data received from:

Accu-Chek Compact Plus Serial number: 01161150
This device has not been assigned to a patient yet Select*Assign device” to
assign the device to a patint, Select ‘New patient” to create anew patientfile,
or select “Cancel to cancel

Assign devics | Newpatient || )cancel |
t
O Ch e ST PoL Serenare S Perent =
Name *
Firstname.
Date ofbirth: [_____ | Example: 31.12.1962
Patient D,
Filename: [(06909249-1cod-446a-9adc1d419a1a5129) dia
(- Devices
Device name v Serial number Lastreading
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Creating a new patient record

You can create a new record at any time (irrespective of
existing data), even during an import.

To create a new record:

Or:

If there is no import running, click the Open patient
list E button.

In the Patient list window, click New patient.

When the import dialog box is displayed, click the New
patient button.

In the Patient dialog box displaying now, you need to enter at
least the patient’'s name. Further identification information
such as first name, date of birth or an existing patient ID are
also possible and/or necessary if several patients with the
same name exist.
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‘Accu-Chek Smart Pix Softuware - Patient
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To create the new record:

. Enter the name and any further information you
require. You can use any of the information entered
here to search for the record at a later stage.

. Click the OK ¢ button to create the record and to
close the dialog box, or:

. Click the Cancel X button to discard the modified
entries and to close the dialog box without saving the
changes.

The meter entry visible in the above image is only displayed if
this dialog box is opened during the import. Otherwise the
device is assigned at a later stage.

If you have created the new record during an import, you will
need to assign the device just read to this record to complete
the process.

. Make sure you have the correct (newly created)
record selected.
. Click the Assign button.

The device has now been assigned to this record. From now
on, you will only need to confirm this connection when per-
forming an automatic import. The data will be saved to the
selected record.
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Accu-Chek Smart Pix Software - Import device data
Import device data

Data received from:
Accu-Chek Compact Plus Serial number:

01161150

This device has not been assignedto a patient yet Select “Assign device™ to
assign the device to a patient, select “New patient” to create a new patientfile,

or select “Cancel” to cancel.

@nﬂewce \ZNewuauent |[ cancer |

Acew-Chek SmartPixSoftware - Patient it
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Import device data

Data received from:
Accu-Chek Compact Plus Serial number:

Should the device data be assigned to this patient's record:
Smith, Annie

10.05.1958

SA19580510

[ ves ][ omerpaent || cancel

01161150

Assigning an existing record
If you are importing data that is to be assigned to a person
with an already existing record (e.g., if a new meter is used),

you can do this during the import.

. Click the button.

. Click the Assign device button in the dialog box dis-
played.

. Make sure you have the correct record selected.

. Click the Assign button.

The device has now been assigned to this record. From now
on, you will only need to confirm this connection when per-
forming an import. The data will be imported and saved to
the selected record.

Confirming the device assignment

If the assignment has already been completed, it will be
displayed when saving future imports.

. Click the Yes button to add the data to the existing
record.

The data will be saved to the selected record.

. Click the Other patient button to re-assign the device.

. Click the Cancel button to close the dialog box without
saving the data.
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4.4  Further report and record management features

‘Acew-Chek SmartPix Software - Patient it
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Opening a record

You can open saved records at any time. An opened record
gives you access to all its reports and a tabular representa-
tion of its data (Diary).

. Click the Open patient list button.
. Click the record you want to select.
. Click the Select button.

To quickly find a certain record, you can also enter known
parts of the patient ID into the search window on the bottom
right. Only records matching these entries will be displayed.

Closing the record and report

To close an open record (and/or the currently displayed
report):

. Click the [ icon next to the record 1D or meter
information.
. If the displayed data has not been saved yet, you will

need to confirm whether you want to save or discard
the data now.

Note that unsaved data is only available until you
close the program or the record, or import new data.
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‘Accu-Chek Smart P Sotware - Patint st = e
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v
Accu-Chek Smart Pix Softuware - Patient

Name - smith
Firstname: | Annie

Date of birth: [10.05.1958 | Example: 31.12.1962

PatientD:  [SA19580510
Filename: [(06909249-1cod-446a-9adc1d419a1a5129) dia
(- Devices

Device name v Serial number Lastreating

Editing a record
You can edit the name of a record at a later stage.

. Click the Open patient list E button.

. Click the record you want to select.

. In the Patient list window, click Edit patient.
. Make the desired changes.

. Click the OK ¢ button to save the changes and to
close the dialog box, or:

. Click the Cancel X button to discard the modified
entries and to close the dialog box without saving the
changes.

You cannot use this feature to edit the information contained
in this record. For more information about editing this infor-
mation, see page 130 and further.
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Deleting a record

You can delete a record at any time.

(D The selected record will be deleted upon confirma-
tion. Be sure that you no longer need the selected
record. Regular data backups also help to avoid

inadvertent data loss.

. Click the Open patient list E button.
. Click the record you want to select.
. In the Patient list window, click Delete patient.

The selected record has now been deleted.

Archiving a record

You can archive records (*.DIA) by copying the complete
Diaries folder containing the saved records during your

regular data backups.

See page 71 and further for information about reading such
an archived record.

Adjusting the patient list display
You can toggle the contents displayed in the patient list as

you wish and you can also rename the column headings and
change the column order.
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Right-click any column heading.

From the context menu, select the contents you want
to display in the patient list (with a check mark).
Remove the check mark for contents you want to hide.
ID1 (Name) will always be displayed and cannot be
hidden.

From the context menu, select Edit patient IDs if you
want to change the column heading (e.g., Name, First
name).

If you categorically do not wish to use a particular
individual ID, deselect the checkbox to the left. The
respective ID will be hidden from the patient list and
the Patient dialog box. ID1 (Name) will always be
displayed and cannot be deselected.

Click on a column heading and drag it to any position
to change the display sequence of the IDs.

Click any column heading to sort the table by this
column.

Click the column heading according to which the
patient list is to be sorted. Click the  button next to
the selected column heading to toggle the sorting
order (ascending or descending). You can, e.g., sort
according to the date when data was last read from
the device and then all records changed on the cur-
rent date can be found at the beginning (or end) of
the list.

If there are several records with the same information
(e.g., the current date) for the selected sorting basis

(e.g., date when data was last read from the device),
the resulting group will be sorted also by name.
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4.5

Exporting reports as PDF files
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When you have read device data or opened a record, you can
save the displayed report as a PDF file.

. Click the ¥4 button to save selected report elements.
The selection window will be displayed.

. Enter the desired file name in the corresponding input
field. You can also keep the default file name (see
Save options in chapter 3). The file will be given the
name entered here along with the suffix “.pdf”.

. From the displayed reports (displayed on four tabs)
and report elements, select the ones you want to save
in the file. Selected report elements are highlighted
in blue.

- To select an individual report element, click the
corresponding report icon. To select all the report
elements, click the Select all button.

- To deselect a highlighted report element, click
the report icon again. To deselect all highlighted
report elements, click the Deselect all button.

. When you have selected all the desired report
elements, click the Save button.

This creates the PDF file and saves it in the folder selected in

General settings. If you decide not to save the file, click the
Cancel X button instead.
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4.6
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Printing reports

When you have read device data or opened a record, you can
print the displayed report with the Accu-Chek Smart Pix
software’s print feature.

. If you are printing a currently displayed report
(regardless of whether it is new or created from a cur-
rently opened record), you will be given the selection
options described below.

. If you have opened an archived report saved as a
PDF file (see page 69), displaying and printing it occur
using the respective functions of the PDF program
installed on your computer. This is not part of the
Accu-Chek Smart Pix software.
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To print a report:

Click the E button to print selected report elements.
The selection window will be displayed.

Click the printer you wish to use for printing the report
elements.

From the displayed reports (displayed on four tabs)
and report elements, select the ones you wish to print.
Selected report elements are highlighted in blue.

- To select an individual report element, click the
corresponding report icon. To select all the report
elements, click the Select all button.

- To deselect a highlighted report element, click
the report icon again. To deselect all highlighted
report elements, click the Deselect all button.

When you have selected all the desired report
elements, click the OK ¢ button.
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statistics
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° i
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view)
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The selected report elements are now output to the selected
printer. If you decide not to print the file, click the Cancel X
button instead.
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4.7
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Emailing reports

When you have read device data or opened a record, you can
directly email the displayed report.

A suitable email program must be installed and
configured on your computer to be able to use this
function.

This feature will automatically create a PDF file of the
selected report elements, open your email program and
create a new email with the PDF file as an attachment.

In addition, you can attach the record (*.DIA) used as the
basis for this report. See page 71 for information about
reading such a record received by email.

Independently of this, you can send reports previously

exported as PDF files as email attachments (you do not
need the Accu-Chek Smart Pix software for this).
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The selected report elements are now saved to a temporary
PDF file (which will be deleted after the email is sent). If you
decide not to send the report elements, click the Cance/ x
button instead.

Your computer’'s default email program is then launched and
an empty email is opened. The email subject line is already
filled in (but you can change the text if you want). The PDF
file just created and the record (if selected) are enclosed as
an attachment.

. Enter the email address of the recipient.
. Write a text referring to the report attached.
. Send the email.
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All the reports you have previously exported (archived)
as a PDF file using the button can be opened in the
Accu-Chek Smart Pix software at any time.

The exported PDF files are displayed using the PDF
reader (e.g., Adobe Reader) installed on your compu-
ter, not in the Accu-Chek Smart Pix software. This is
why you can also forward these PDF files to someone
not working with the Accu-Chek Smart Pix software
for information purposes.

. Click the & button to open an archived PDF file.

. Select the file you want to use from the dialog box now
displaying.
. Click the Open button.

The PDF reader will now launch and display the selected PDF
file. All the display and print options available here depend
on the installed program.
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4.9 Special functions

The Accu-Chek Smart Pix software allows you to select the
following special functions:

. Importing externally available records (*.DIA) and
assigning them to a patient

. Performing updates for the Accu-Chek Smart Pix
device

. Manually triggering the search for software, device

and User's Manual updates

. Setting date and time of the majority of supported
blood glucose meters

. Using additional functions which may be available in
the future as a loadable plugin (add-on module)
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Importing records

To add a DIA file which was received by email or restored
from a data backup to your patient list:

. Click the Tools Ed button.
- Select the /Import record option.

. In the following dialog box (if there is more than one
file), select the desired DIA file and click Open.

Now the same dialog box will be displayed as the one dis-
played when reading data from an unknown meter. You can
now assign the contents of the file for import to a new or an
existing record.

When importing a DIA file to an existing record,

just as when reading meter data, duplicate entries
(i.e., entries that have been read previously) are kept
and only new entries are added.
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. Accu-Chek Smart Pix software - Question @

Mew software version available for Accu-Chek Smart Pix device.

Accu-Chek Smart Pix device: F:/

Serial number: uUI00275162
Installed software version:  3.03.00
Available software version 3.04.00

Do you want to update the software now?

[@YESJ[ON‘]:‘

Performing updates for the Accu-Chek Smart Pix
device

The program folder of the Accu-Chek Smart Pix software
also contains the Accu-Chek Smart Pix device system soft-
ware which is current at the time of delivery. This software
can be installed using the Accu-Chek Smart Pix device
update feature, provided the Accu-Chek Smart Pix device is
plugged in and contains an older software version.

. Click the Tools E button.
. Select the Accu-Chek Smart Pix device update option.
. Click on Yes to install the update.

The software update will now be installed. In the meantime,

the Accu-Chek Smart Pix device logs itself off and logs on
again (if the update has been successful).
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Search for software updates for the Accu-Chek
Smart Pix system

If you have not configured the software to automatically
search for available updates at every program start, you can
manually trigger the search with this function. This is useful,
e.g., if the computer is not regularly connected to the Internet.

. Click the Tools F3 button.

- Select the Software update option.
. Click on Yes to launch the search for current software
versions.

The search is performed in the background and you can use
the Accu-Chek Smart Pix software without restriction. When
a newer version is found, it is downloaded.

Updating the respective components occurs as described
below:

. The Accu-Chek Smart Pix software is updated at the
next program start (after requesting confirmation).

. A connected Accu-Chek Smart Pix device is updated
at the next program start (after requesting confirma-
tion).

. The latest version of the User's Manual is saved
locally.
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Setting date and time in the meter

@ o ] For the majority of supported meters, you can set the date
and time directly from the Accu-Chek Smart Pix software.
You can correct this manually at any time or when you are
notified during the reading of data that there is a mismatch
between the time on the meter and on the computer.
Smart Pix
s Manually correcting date and time
femenaee . Click the Tools ] button.
. Select the Set date and time option.
. Prepare the meter for communication as shown in the
following dialog box.
. If the meter allows you to set the date and time, you
AGCU.CHEK and ACGU CHEK SWART PIX ar rademarks of Roche,  Tams ofUse can accept the date and time dlsplayed in the follow-
(39 Set date and time ' = ing dialog box or adjust it as you wish. You will be
- notified if your meter does not support this function.
C T . Click the OK ¢ button to send the settings to

Do you want to set date and time for the
Accu-Chek Compact Plus meter with serial
number 01161150%

|' 0 oK | | x Cancel |

the meter.
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Semi-automatically correcting date and time

When you are reading data from a meter, the Accu-Chek
Smart Pix software will automatically compare the date and
time settings of the meter with those of the computer. If the
device date and time cannot be set directly, you will be noti-
fied of the difference between the meter and the computer in
case there is a deviation. In this case, make the correction
directly on the meter.

. If the meter allows you to set the date and time,
you can accept the date and time displayed in the
associated dialog box or adjust it as you wish.

. Click the OK ¢ button to send the settings to
the meter.
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5.1

Reports and records

Blood glucose: general information about the reports
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Chapter 5, Reports and records

The Accu-Chek Smart Pix software creates single-page or
multi-page reports for defined time ranges (e.g., the last

2 or 4 weeks); the time range can be selected as needed.
A blood glucose report can contain any of the following

report elements:

(1]
(2]
(3]
(4]
(5]
(6]
(7]

Trend graph

Metabolic control

The illustration on the left shows examples of reports, either
available as a printout or exported as a PDF file.
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Analysed data

The Accu-Chek Smart Pix software checks the read data to
create the reports. The following data is not included in the
statistics:

. Test results outside the selected time range

. Test results saved without date and time

. Tests with control solution

. Invalid/deleted tests

. Tests outside the measuring range (marked as HI/LO)

Existing target range definitions are only adopted from the
Accu-Chek Pocket Compass software. Apart from that,
the settings made during configuration of the Accu-Chek
Smart Pix software apply.

Note the following when using the Accu-Chek Smart Pix
software with several meters and patients:

To ensure that the report that belongs to a particular
meter is displayed, compare the serial number on the
meter with the data displayed in the top right-hand
corner of the report, e.g., patient name or meter name
and serial number.
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Chapter 5, Reports and records

Report styles

Some report elements can be displayed in different styles,
which you can toggle directly when displaying the respective
report element. You can find such toggle buttons in the
following report elements:

Toggle button Report element

Toggle between...

0 200 | = Status (blood glucose) Current status, Long-term view
Y = Trend graph (blood glucose)  Detailed view, Trend view
= Day graph (blood glucose)
= Week graph (blood glucose)
= wi | = Statistics (blood glucose) General statistics, Mealtime-related statistics
(A m ][] = Lists (insulin pump) Bolus, Basal rate, Events
ETES = Logbooks Diary, Logbook, Daily statistics

Accu-Chek Smart Pix diabetes management system User's Manual
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KEY Ww
® Results are significantly out oftarget range o Insufficient number or distribution of test results
Results are out of target range t Upload date
Results are within target range

KEY Ww

X Blood glucose — Connecling lines Carbohydrates I 11 Insulin (12,3)
O b6 before meal * MeanbG — Hypo limit XM Hypoglycaemia
W bG after meal O # Gridlines Target range Above target range

Graphical elements of the reports

In all reports, you will find keys explaining the meaning of
individual elements. In the following, you will find detailed
explanations of the various elements.

Icons (Detailed view) N Test results are plotted in the
report elements using various icons to increase their level of
information:

Mean blood glucose
Blood glucose value without any additional information.

Values below the hypo limit are shown in red; results above
the target range are shown in blue.
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1 | Blood glucose value before and/or after meal. Values below
the hypo limit are shown in red; results above the target
range are shown in blue.

A Vv Value outside the measuring range (indicated on the meter
as Hl or LO).

Blood glucose value above 25 mmol/L or 400 mg/dL.

A
@ Blood glucose value (any icon inside the red circle) accom-
panied by hypoglycaemic symptoms.

@ Blood glucose value (any icon inside the black circle) with
a user-defined event (marked with an asterisk * on the blood
glucose meter).

Il Insulin amount forinsulin 1[I, 2 || or 3 [, respectively. Insulin
amounts are plotted in the chart top down.

i Carbohydrate amounts; represented at the bottom in some

' report elements. The carbohydrate amount is indicated by
the height of a single block (or a bar consisting of several
blocks). The bars shown in this illustration (from left to right)
represent the following amounts:

- Block1:25¢g
- Block2:5.0g
- Block3:75¢g
E— Bar 4 (3 blocks of 10 g each): 30 g
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Icons (Trend view) Hi Here the analysis does not
cover individual test results but mean values in relation to
a certain time grid. Here you will find the following icons:

Mean blood glucose

. Standard deviation

—l_ J_ Highest value and/or lowest value

¢

A V  Maximum value/minimum value outside the measuring
range (HI/LO)

Icons (Diary) E& The following additional icons are
used in the tabular representation:

User-defined event, e.g., AST (Alternative Site Testing)

Hypoglycaemia

Before/during/after exercise
Stress

Iliness

== Carbohydrate amount
14

5

H
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Test results which have been imported from the Accu-Chek
Pocket Compass software or from the Accu-Chek

Aviva Combo, Accu-Chek Aviva Expert, Accu-Chek
Performa Combo, Accu-Chek Performa Expert, Accu-Chek
Aviva Insight or Accu-Chek Performa Insight meters may
include several items of additional information (events),
which are not represented by icons. These events are dis-
played in the comments column of the list representation:

. Snack

. Bedtime

. Fasting

. Before exercise
. After exercise

. Stress

. lliness

. Oral medication
. User-defined

. Hypo warning

. Hyper warning
. Premenstrual

. Other

. Exercise 1

. Exercise 2

. Manually entered value

The icons previously described are used for all other events.
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5.2 Interactive features in the report
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The reports displaying on-screen contain many interactive
features you can use to directly modify the representation.
These features help you to, e.g., see certain information in
more detail or to hide interfering elements.

Toggling panes
Whenever you see this triangularicon « in areport, you can
click it to toggle its associated panes This allows you to, e.g.,

create more space for graphical representations by hiding
the key.
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Changing the time range

In the beginning, most reports show the time range set in the
configuration, with the most current data at the end of the
visible range. Aside from these, there are report elements
that are in relation to points in time and time intervals (see
page 86), as well as report elements that do not require
separate chronological navigation as they are set up as
chronological tables.

To change the time range at a click, simply select a pre-
defined time range using the associated button.

The interactive time axis allows you to quickly and easily
navigate all available data thanks to a moveable time range.

The frame highlighted in yellow shows the currently selected
section on the time axis.

. You can enlarge or reduce this frame at the left
and right edges to adjust the displayed time range
(by days, from 1 day to 12 weeks).

. You can move the whole frame along the time axis
to go forwards or backwards in time.

. You can click anywhere in the time scale; the com-
plete time range will then move its end point to the
place where you clicked.

. You can use the arrow buttons at either end of the
time scale to move the section by one day or one time
range.

The screen representation of the report immediately adjusts
itself to the changes made to the time axis.
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Upload intervals
Quarterly intervals
Monthly intervals
Weekly intervals
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Changing time intervals

In some report elements, you find representations that are in
relation to specific points in time and time intervals. While,
for example, the Status report element evaluates all the infor-
mation and values of the selected time range at once, the
Long-term view summarises values in time intervals and
presents these intervals next to each other for comparison.

. To define the time intervals, select a predefined inter-
val (Upload intervals, Quarterly intervals, Monthly inter-
vals, Weekly intervals) from the list.

. To toggle the display between earlier or later intervals,
use the arrow buttons to the left and right of the time
information (at the upper edge of the window).

Accu-Chek Smart Pix diabetes management system User’s Manual



¥ ¥ Blood glucose
¥ O bG before meal
] B b5G after meal

8 Accu-Chek Smart Pisotare

O Read dovico

7.NOV 2008 - 20.NOV 2008 g

ST BRIILO0XO

¥l — Connecting lines
[¥] « MeanbG
[ #t Gridlines

==

Doe, John O]
15021965/ 001245

(2wesks +) ay 2008 oo

‘H\HHH\HHH\m\‘HHHHmmuum‘\mu HH\H\m‘umuummum \\H\Hm\HH\H\‘\Hmummmmm‘ DD}
o ocr oV

lave e

A
¥ Bload gucose T
sis
Day raph
Week graph
Uetabotcconto
Disabuton
satsts
> nsuin pump
> Blood gucose & nsulin
Logbooks

i
—

s 5

(G

B X Blood glucose £ Camonyarates 111 nsuin(123)

F O 66 before meal — Hypolimit XOIM Hypoglycasmia
Target range XM Avove targetrange

@ Accu-Chek Smart Pix Software

7.0V 2006 - 20.NOV 2008

E=mjEen =

[
15021966/ 001245

R T o T A DD
Ty 2008 o I s o I —

(2weeks_+)

A 5
v Blood gucose
Staus
Trend raph

Week graph
Wetabolic control
Distriout
Statistcs

> insulin pump.

e o

@ — Conneclinglines
re meal [ - teanbe
9 W G atermeal O # Grdiines.

Accu-Chek Smart Pix diabetes management system User's Manual

Chapter 5, Reports and records

Changing chart contents

In graphical report elements you can toggle certain displayed
objects and, in some cases, change parameters of the
representation:

. You can toggle each element which has a checkbox in
the key (e.g. test results or grid lines) by clicking the
checkbox to select or deselect it.

In addition, you can change the time axis and the predefined
time blocks in the graphical report element Day graph:

. Select the starting time point of the (horizontal) time
axis.
. Move your mouse across one of the vertical dotted

lines separating two time blocks. When the mouse
pointer turns into a double-pointed arrow, you can
click and pull the line to move it horizontally to change
the adjoining time blocks. A tooltip shows you the
corresponding time.
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Displaying additional information in charts

Y = The Trend graph, Day graph and Week graph report elements
i S MO BRI L0 KO - o ; .
SRR allow you to display additional information for every entry.
=~ -
- ‘ \ . Move your mouse across the entry (blood glucose,
insulin or carbohydrate amount, connecting line) you
T would like to have more information about.
o= [ i || - o : ,
e i s KF Within a few seconds, a tooltip will be displayed showing you

st gucose 2o 1] W] |
5

the details for this entry:

. For blood glucose: date, time, test result, flags (for
example, before/after meal, if applicable), comment.

ot memmrm e )00 e . For insulin: date, time, type and amount of insulin,
M O G before meal & -+ MeanbG — Hypo limit X1 Hypoglycaemia
@ W G after meal O # Gridlines. Targetrange XM Above target range Comment

. For carbohydrates: date, time, amount, comment.
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Selecting chart contents

The Trend graph, Day graph, Week graph and Metabolic
control report elements allow you to select certain elements
(thus highlighting them) for examination in this report or
other reports.

. Simply clicking a connecting line or an entered test
point marks the day’s tests belonging together. If you
keep the CTRL key pressed while clicking, you can
mark additional days.

. Once you have marked a chart element, you can
switch to another report; the highlighting will be
visible in this report too.

. Double-clicking the highlighted element will directly
open the tabular record; the respective day will be
highlighted.

. To undo the highlighting, simply click an empty area
in the chart.
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5.3

Blood glucose: contents of the report
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Status

In the Status report element, you find two display options:

. Status @ : A joint analysis of all values in the selected
time range.
. Long-term view () )@ : Divided into time intervals

with separate analysis, displayed next to each other.

Status (): The Status report element contains a summa-
rised assessment of the read data in relation to the target
range and the limits specified in the configuration. This
report element helps to quickly gain an overview and does
not contain any detailed information about individual results.

The Status report element displays an assessment of
the data only if the number of tests and the distribution
of tests throughout the day is sufficient (see page 47).

Status pane
The Status pane on the left will give you a basic assessment
of the read test results while considering the following three

parameters:

. Hypo risk
. Mean blood glucose

. Variability
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For these three parameters, you will find the corresponding
result specification, the set target value or target range, and
also a symbolic traffic light indicating “Keep it up!”, “Watch
out!” or “Stop!”.

. If the values fall inside the specified range, this is
indicated by the colour green.

. If the values fall marginally outside the specified
range, this is indicated by the colour yellow.

If the values fall significantly outside the specified
range, this is indicated by the colour red.

If information about hypoglycaemic situations is displayed in
the Hypo risk area, you can click display... in this note to go
directly to the report element Trend graph. The days on which
these hypoglycaemic situations occurred are already marked
and can easily be examined in more detail.

91



Chapter 5, Reports and records

8 Accu-Chek Smart i Sofvare

[

7.HOV 2008 - 20.NOV 2008

T OBRYO0OXO

[ &k

Doe, John ®
15.02.1966/001245

———

U‘«Hm‘mmm\HHHHH\HHHHHH i
v 2000

o lavs

i \\m‘\mmuuummmmHHH uu‘m
sep locr. oV

> insulin pump.
» Blood glucose & Insulin
Logbooks

sTaTUS fransTics

Number of tests

Hoderate hypo fsk.

DG testreq

(min.2)

HMean blood glucose
Standard deviation

Target range:
above

below
Hypoglycaemias (<30
mmoin)

Mean b6 before meals

Hean blood alucose wifhin reatiast

targetrange

dispiay.

Woderate variabity

KEY ¥
® Resuls are signficantly out oftrgetrange
Resuls are outoftarget range

GuoAice )

128 Perform the follwing steps to improve your
o ToStS! status:
Test day
Step 1:Hypo risk
80 mmolL
Investigate possivle sources for a moderate
ypo isk Atempt o reguce your hypo fsk.
before you change offer blood glucose

3.4 mmolL.

40-80 mmolL
3% (55)
7% (60)
10% (13)

2
§ean biood glucose.

Te mean viooa glucose vatve is witinthe

foecines targetrange.

7.9 mmolL.

78 mmolL

80 mmolL
mmol

08 mmolL )

Insuficient number or distibution of test results
1 Upload gate

92

Statistics pane

Here you will find the following statistical analyses of the
available data:

. Number of analysed test results

. Frequency of blood glucose tests (tests per day)
. Mean blood glucose

. Standard deviation

. Target range

. Number of values above the target range

. Number of values within the target range

. Number of values below the target range

. Number of hypoglycaemias

. Mean blood glucose before meals (if available)
. Meal rise (if available)

As with all further reports, the results and statistics always

refer to the set time range. If you click on disp/ay... in this
pane, you go directly to mealtime-related statistics.
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Guidance pane

This pane gives you guidance regarding the results in the
Status pane. These recommendations may be helpful for
optimising the results.

Recommendations are displayed in a short version. Click
more... to display the complete text of the recommendation.

Long-term view () The Long-term view summarises
values in time intervals and presents these intervals next to
each other for comparison. This allows, for example, funda-
mental changes between visits to the doctor (Upload inter-
vals) to be displayed at a glance.
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Trend graph

In the Trend graph report element, you find two display
options:

. Detailed view N : Displays all individual values in
the selected time range.

. Trend view Hi : Displays the daily mean values next
to each other.

Detailed view Ay, : This report element shows the trend
for several test results over the selected time range. The
values that can be displayed in this report element are:

. Blood glucose values
. Insulin amounts (bolus insulin only)
. Carbohydrate amounts

You will find the days, months and years along the horizontal
(x) axis and the blood glucose values along the vertical (y)
axis. For your guidance, the blood glucose values (repre-
sented by various icons) are connected by a line, provided
the corresponding tests are no more than 10 hours apart.
The various icons are explained briefly in the key; for more
details, see page 80.
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For further guidance, you can see the set target range in the
background of the chart (in the form of a green bar) and the
hypo limit (in the form of a red line). Days that are non-work
days (the default is set to weekends) are additionally marked
with a grey bar on the horizontal axis.

In addition to the thin line connecting the various blood
glucose values, you will also see a (thicker) grey curve:
the day-to-day trend of the mean blood glucose value.

Here you will also find a display of insulin amounts (if stored
in the meter or entered in the record). Each insulin amount
is plotted top down in the chart. You can see the associated
amounts at the top of the right-hand y-axis.

At the bottom of the chart, you will see carbohydrate
amounts (if stored in the meter or entered in the record).
To facilitate evaluation of the amounts, the bars are repre-
sented by small separate blocks. Each complete block
represents a carbohydrate amount of 10 g, smaller blocks
represent a certain fraction of these amounts (25, 50 or
75 %). At the bottom of the right-hand y-axis, you will find
the scale for carbohydrate amounts.
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Trend view #%5: Here you will find the mean value for
each individual day from the selected time range displayed
as a single dot (black diamond) for the respective date.
Standard deviation and highest and lowest values are plotted
according to the icons described on page 82.

If you position the mouse cursor on a value bar, a tooltip will
be displayed shortly after, showing you the corresponding
figures. These figures are:

. Number of analysed test results

. Highest, mean and lowest value of the analysed
test results

. Standard deviation or variance of the analysed
test results
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Day graph
In the Day graph report element, you find two display options:

. Detailed view N : Displays all individual values in
the selected time range.

. Trend view %% : Displays the mean values from
8 time blocks, displayed next to each other.

This report element is used to facilitate recognition of pat-
terns recurring on a daily basis. For this purpose, all the data
is positioned in a 24-hour grid. As a result, all the tests per-
formed at a specific time of day are shown at the same posi-
tion on the time axis. If the time blocks are defined in the
meter, the information will be analysed when the time axis

is set out. If they are not, the time block settings set during
configuration will be used.
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Detailed view A, : All the blood glucose values are plot-
ted at the relevant time of day according to the time when
the test was performed. For your guidance, the blood glucose
values (represented by various icons) are connected by

a line, provided the corresponding tests are no more than

10 hours apart. A (thicker) grey curve represents the trend
of the mean value for every time block. Boundaries between
time blocks are represented by vertical grey lines. Beginning
and end of the time blocks are indicated above the chart.

Here you will also find a display of insulin amounts (if stored
in the meter or entered in the record). Each insulin dose is
plotted top down in the chart and you can see the associated
amounts at the top of the right-hand y-axis.

At the bottom of the chart, you will see carbohydrate
amounts (if stored in the meter or entered in the record).

At the bottom of the right-hand y-axis, you will find the scale
for the carbohydrate amounts.

You can shift the time axis, which normally runs from 0:00 to

0:00 (midnight), in 6-hour steps. This facilitates examination
of the results obtained, e.g. at night.
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Trend view #%5: All the blood glucose values are
assigned to one of the eight time blocks according to the
time when the test was performed. This creates eight areas
displaying the mean blood glucose value (black diamond),
standard deviation (blue bar) as well as the lowest and
highest value.

If you position the mouse cursor on a value bar, a tooltip will
be displayed shortly after, showing you the corresponding
figures. These figures are:

Number of analysed test results

Highest, mean and lowest value of the analysed
test results

Standard deviation or variance of the analysed
test results
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Week graph

In the Week graph report element, you find two display
options:

. Detailed view N : Displays all individual values in

the selected time range.

. Trend view Hi : Displays the mean values from the
7 days of the week next to each other.

This report element is also used to facilitate recognition of
recurring patterns, but here the reference point is the day
of the week. It allows you to recognise changes in your
metabolism which occur repeatedly on specific days of the
week (e.g., exercise days).
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Detailed view A, : All the blood glucose values are
plotted on the chart according to the time when the test was
performed and the respective day of the week. Results which
are no more than 10 hours apart are connected by lines in
chronological order for a better overview. The connecting
lines are also drawn beyond individual weeks (if applicable).
A (thicker) grey curve represents the trend of the mean value
on the different days of the week.

Here you will also find a display of insulin amounts (if stored
in the meter or entered in the record). Each insulin dose is
plotted top down in the chart and you can see the associated
amounts at the top of the right-hand y-axis.

At the bottom of the chart, you will see carbohydrate
amounts (if stored in the meter or entered in the record).

At the bottom of the right-hand y-axis, you will find the scale
for the carbohydrate amounts.
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Trend view #%5: All the blood glucose values are
assigned by date to one of the seven days of the week.
Accordingly, you will see seven blocks indicating the mean
blood glucose value (black diamond), standard deviation
(blue bar) and lowest or highest value of the respective day
of the week.

If you position the mouse cursor on a value bar, a tooltip will
be displayed shortly after, showing you the corresponding
figures. These figures are:

. Number of analysed test results

. Highest, mean and lowest value of the analysed
test results

. Standard deviation or variance of the analysed
test results
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Metabolic control

The mean blood glucose value and the standard deviation
(SD/variance of the values) are calculated for each day of the
analysed time range. These two results together provide the
coordinates for making an entry (per day) in the chart. The
mean blood glucose value is plotted along the y-axis while
the standard deviation is plotted along the x-axis.

This type of presentation produces a “scatter plot”. To facili-
tate faster assessment of your metabolic state from this over-
view, the chart is split up into four “quadrants”. Each of these
quadrants represents a certain metabolic constitution and is
described by the attributes “stable/unstable” (referring to

standard deviation) and “low/high” (referring to mean blood
glucose values). This gives each quadrant two attributes.

Example:

Mean blood glucose values below 8.3 mmol/L (or below
150 mg/dL) with a standard deviation of less than 2.8 mmol/L
(or less than 50 mg/dL) are plotted in the bottom left quad-
rant. Its attributes are “stable-low”. If both values are above
these limits, the entry is made in the top right-hand quadrant
(“unstable-high”).

Two ellipses are plotted, centred around the mean value of
all represented levels (marked by a blue cross). They illus-
trate the variance of the daily mean values and the daily
blood glucose variability over the selected time range as

a simple (1 SD) and two-fold (2 SD) standard deviation of
the displayed values.

Good metabolic control can be recognised by the fact that
there are as many dots as possible in the “stable-low” quad-
rant (bottom left), but there should not be any cases of
hypoglycaemia in the respective time range.
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T ==& In addition to the graphical display, you will find statistical
Druioe G O BB DO 0K O Gagmad| : ) . :
e e el sl e T information about the values included in the analysis.
(2weeks ~ W 8 lun L laus ISEF INoV” These are:

. Number of tests: Number of analysed blood glucose
results in the selected time range.

. bG test frequency: Average number of blood glu-
cose tests per day for each day of the analysed time
range. In addition, the value of only those days when

°c a test was performed at least once, is also displayed
(in brackets).
- . Mean blood glucose: Mean value of analysed
& omssioo CmED  Eremm  @omm test results.
. Standard deviation (SD): Standard deviation or

variance of the analysed test results.

. SD / Mean bG: This value indicates the variability of
the blood glucose value with reference to the mean
value. If the mean value is in the desired range, a ratio
of less than 50 % (or better: 30 %) indicates a desirably
low variability and thus good metabolic control.

. Mean bG before/after meal: Mean value from all
test results which have been obtained before or after
meals and have been marked in the meter accord-
ingly. Values are displayed only when the appropriate
information is stored in the meter.

. HBGI / LBGI: These figures represent the frequency
and the resulting risk of blood glucose values being
too high or too low (see bibliography on page 148).
Figures should be as low as possible.
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Distribution

For each time block, you will find a bar chart here represent-
ing the percentages of values above, within and below the
target range. The eight consecutive time blocks are arranged
next to each other. If there are less than 5 test results for

a time block, the bar is displayed in grey. The right part of
the bar chart (blue background) shows a summary of the
corresponding information for the whole day.

Below the bar chart, you can see the number of hypo-
glycaemic situations (Hypos) that occurred for each time
block along with the number (n) of test results obtained and
analysed for the respective time block.

If the time blocks are defined in the meter, the information

from the meter will be used. If they are not, the settings in the
Accu-Chek Smart Pix software configuration are used.
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Statistics
In the Statistics report element, you find two display options:

. General statistics §&s : Displays all statistical informa-
tion in the selected time range.

. Mealtime-related statistics @@ Y : Analyses all infor-
mation in relation to mealtimes.

St ci=e|  General statistics 8= :  Contains general and statistical
Ow-m'm QI BRYLEOXO 5 ansrcorse : . .
e e e information about the values processed for the selected time

(2weeks ~] uay 2008 o m AL o

4| range. Here you will find the following information:

Report

. Number of tests: Number of analysed blood glucose
results in the selected time range.

. bG test frequency: Average number of blood glu-
cose tests per day for each day of the analysed time
range. In addition, the value of only those days when
a test was performed at least once, is also displayed
(in brackets).

a - Mean blood glucose: The average of all test results
obtained.

. Standard deviation (SD): Standard deviation or
variance of the analysed test results.

. Highest value/Lowest value: Highest and lowest
blood glucose value obtained in the selected time
range.
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Target range: The target range used for the report.

Above/Within/Below target range: Percentage
of test results above, within or below the target range
(in percent).

Hypo/hyper limit: Blood glucose values below the
hypo limit are marked as a hypoglycaemia; results
above the hyper limit are marked as a hyperglycaemia.

Hypoglycaemias: Number of hypoglycaemias.

Mean bG before meals: Mean blood glucose value
before meals (if available).

Meal rise: The mean difference in blood glucose
values before and after a meal.

HBGI / LBGI: These figures represent the frequency
and the resulting risk of blood glucose values being
too high or too low (see bibliography on page 148).
Figures should be as low as possible.

HI/LO/control results: Number of test results above
(HD and below (LO) the measuring range and number
of tests with control solution.
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Device

. Device name

. Serial number: Serial number of the meter.

. Last reading: Date and time of the last reading,

including the time settings difference between device
and computer (if this exceeds 5 minutes).

. Meter (icon): Displays the meter used.

If you used several meters in the selected time range, this
information is given for each meter.

Additional information

This information is only displayed if required:

. Results without date/time: Number of test results
which were stored without date and time information.

. Results with warnings: Number of test results which
were stored with temperature warning, expiry note,
etc.
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T ——= Mealtime-related statistics g9 Y : Contain all relevant
S BRI LOXKO v ronar012es P . . . .
e B et statistical information on the processed values, displayed in
- —— relation to the three mealtimes. Here you will find the follow-
vBI;:qlucnse - rj~ x::yi o w x z . i ,v:‘ |ng information:
- B Total pane
o . : . Number: Number of analysed blood glucose results
e NN ERE before/after meal.
“ “ n . bG test frequency: Average number of before/after
: : : meal blood glucose tests per day for each day of the
o analysed time range.
' . Mean blood glucose: The average of all before/after
T R meal test results obtained.
. Standard deviation: Standard deviation or

variance of the analysed test results.
. Hypoglycaemias: Number of hypoglycaemias.
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Mealtime-related results pane

. Number: Number of analysed blood glucose results
where the specific mealtime-related information
before/after meal was saved together with the test
result.

. Mean blood glucose: The average of all test results
obtained, which were saved with specific mealtime-
related information.

. Standard deviation: Standard deviation or
variance of the analysed test results with specific
mealtime-related information.

Meal rise pane

. Number: Number of analysed pair values before/after
meal, whereby the after meal result must lie within
a time frame of 1 to 3 hours after the test performed
before the meal. Individual values whereby only one
test was performed before or after a meal are not
included.

. Mean blood glucose: The average change in the
blood glucose value during the meal in the analysed
before/after meal pair values.

. Standard deviation: Standard deviation or
variance of the analysed test results from these value
pairs.
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5.4 Insulin pump: general information about the reports

Types of reports

The Accu-Chek Smart Pix software creates single-page or
multi-page reports for defined time ranges (e.g., the last 2 or
4 weeks). The time range can be selected as needed (as with
blood glucose). A(n) (insulin pump) report can contain any of
the following report elements:

ACCU-CHEK" ooe,John

7.0 2008- 20, N0 2008 15.02.1966 /001215

o [1]  Trend graph

[2] Day graph
[81  Week graph
[4]  Basal rates
- 1 [61  Basal bolus
— 77| 6] Statistics
- | [71  Lists

The illustration on the left shows examples of the printed
version of the report.
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Graphical elements of the reports
In all reports, you will find keys explaining the meaning of
individual elements. In the following, you will find detailed

explanations of the various elements.

Icons On the insulin pump reports, you will find the
following icons:

Basal rate (represented in the Trend graph)
Average total basal insulin per day

Basal rate profile

Basal rate change

Basal rate change (with name; Trend graph)
Temporary increase in basal rate

Temporary decrease in basal rate

Active basal rate profile (Statistics)

Switch to a named basal rate profile (e.g., “17)

Switch from a named basal rate profile (e.g., “1”) to another
named basal rate profile (e.g., “2")

Eﬁtmmﬁmsrl
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gh+]  Total of basal insulin + bolus insulin per day

Standard bolus, represented in charts | top down

Quick bolus, represented in charts | top down

e

0 Extended bolus, represented in charts T7 top down; the
width of the bar shows the duration of the bolus delivery

h Multiwave bolus, represented in charts r top down; the
width of the bar shows the duration of the extended portion

Bolus advice, always appears in combination with one of the
four bolus type icons described above. These boluses have
been calculated with a bolus calculator (from a correspond-
ing meter). Bolus advice is only displayed if the bolus was
delivered unchanged.

. Prime infusion set

T Return of piston rod (cartridge change)
Insulin pump run

. Insulin pump stop

I I Insulin pump pause
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5.5 Insulin pump: contents of the report

Trend graph
Y ——= This report element shows the trend in insulin dosage over
Qrrwers @ M BRI OO0 KO Sotiomreens " : N
T g ——— the selected time range. You will find the days and months
Eo) come o e along the horizontal (x) axis and the respective amounts of
r 1 ‘\M ‘WH‘H I ‘I !‘ H“ I ‘ I » “‘ insulin delivered along the vertical (y) axis.

The basal rate chart is at the bottom, and the individual
boluses are shown at the top. Therefore, you will find the
basal rate scale along the left-hand y-axis (bottom up)
and the scale for the boluses along the right-hand y-axis
(top down).

Various events are also displayed in addition to the insulin

B — dose. These are:

A ST B s

O 4 Gridiines 2| Time reset o data
. Pump events
. Switch of the basal rate profile
. Changes in basal rate

The various icons are explained briefly in the key; for more
details, see page 112.

As in the blood glucose report elements, the non-work days

(the default is set to weekends) are additionally marked with
a grey bar on the horizontal axis.
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Day graph

This report element is used (as with blood glucose) to facili-
tate recognition or illustration of patterns recurring on a daily
basis. For this purpose, all data is placed on a 24-hour grid.
This allows you to easily recognise frequent manual basal
rate changes at certain times, e.g., to facilitate general
adjustment of the basal rate.

The mean basal rate is displayed as an area coloured in blue;
the maximum and minimum basal rate at the respective time
of day is shown as a thin blue line.

In this chart, you will not only find basal rates and boluses
but also information about the start and stop of the insulin
pump and about a temporary decrease or increase in the
basal rate.

Week graph

This report element is also used (as with the Day graph) to
facilitate recognition of recurring patterns (e.g., repeated
basal rate changes), but in this case the reference point is
the day of the week.

In this chart, you will not only find basal rates and boluses

but also information about basal rate changes and the selec-
tion of basal rate profiles.
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Basal rates
8 st === This report element displays the basal rates set in the insulin
Qoo G BB OO KO o e ; . -
= - pump at the time of data transfer in order to facilitate com-
) parison. The currently selected basal rate profile can be

Profi

identified by the thicker dark blue line; other profiles are
displayed in grey.

A tabular representation of the selected basal rate is dis-

played below the chart. The table contains all points in time
where a change to the insulin amount was specified as well
as the specified insulin amount per hour as a numeric value.

. To the left below the chart, you find a selection of the availa-
ble basal rate profiles. Click on a profile to activate it in the
Bommmmeem S e chart and table. The chart belonging to this profile is then
displayed in blue, the table displays associated numeric
values.

(D This report element is only displayed if data was read
from the pump in the selected time range. The upload
date (at which the profiles were active) is specified
in the heading (e.g., “Insulin pump upload date:
31.01.2014™). If no data was read from the pump in the
selected time range, this report element will not be
displayed.
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Basal bolus

The tabular Basal bolus report element shows the (absolute
and relative) frequency with which, e.g., a certain basal rate
profile or bolus type was used.

Basal rate

Here you can see, for example, how often the basal rate

of a certain basal rate profile was temporarily increased or
decreased and how long (as a percentage) it remained in
this changed state. If there are frequent changes and/or if
manually changed basal rates are used for a long time, you
may need to make general adjustments.

The number of times the basal rate has been reprogrammed
is displayed in the last column. For the sake of completeness,
the Basal rate table also includes the times when the insulin
pump was in STOP mode.

Bolus

This table shows both the (relative) frequency of use with
regard to certain types of bolus and their average number
per day. The proportion of boluses which were delivered
using bolus advice is represented in a different colour
(orange).

Means per day

Here you will find the average values for basal and bolus
insulin as well as their percentage of the total amount.
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Statistics
T =es| The Statistics report element contains general and statistical
SMOIBBIOOKO | ; . o
ST ag T information about the imported values. Here you will find the
e . following information:
Time range
. Time range considered in the report, with start and
end date.
Device
. Insulin pump (icon): Displays the insulin pump used.
. Serial number: Serial number of the insulin pump.
. Last reading: Date and time of the last reading,
LT including, if applicable, the time settings difference
between device and computer (if this exceeds
5 minutes).
. Pump timer: Remaining time of use for this insulin

pump (Accu-Chek Spirit Combo insulin pump: This
setting is country-specific and may not be active on
your pump).

. Basal rate profile selection: How frequently (per
week) was the insulin pump switched to a different
basal rate profile.

. Time and date settings: How often the time and
date information was updated (e.g., due to daylight
saving time, transcontinental flights, etc.).
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Basal rate profiles

The table shows the percentage of certain basal rate profiles
(plus times when the insulin pump was in STOP mode). The
basal rate profile active at the time of data transfer is marked
with a check mark .

Additional information

This information contains error messages and warnings
(and their number) which were stored in the insulin pump.
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Lists
e ot In the Lists report element, you find three display options:
Qpreavcences st D BBV LSO KX O SV sty
s )
e e s . Bolus I\ : Tabular representation of all bolus
| (o @ deliveries.
o AR . Basal rate (] : Tabular representation of the
— | basal rate.
8 e . Events |> : Tabular representation of the events.
s w = ws w w = — | Thethree groups of information, Bolus, Basal rate and Events,
= : are also output as lists (on three separate tabs). You can
specify whether these tables are sorted in ascending or
descending order by clicking the table heading (e.g., Day,
Date). In these lists, you will find detailed documentation of

~ & each individual event stored in the insulin pump, including

Smith, Susan %
01012000/ pump

s e g v | date and time. Boluses which were delivered using bolus
e s 7 eon . . . T
advice are marked with the corresponding %: icon.

D ocT2008 WV, oEC. AN 2008

Statistics orzn
Logbooks 08:38 AS

w002 I
733 s
733 s
735 s
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5.6 Blood glucose and insulin pump: combined report

If you analyse data from a blood glucose meter together with
data from an insulin pump, combined report elements of the
simultaneously obtained information can provide useful
indications for treatment. In addition to the individual blood
glucose and insulin pump reports, a combined report is
therefore available.

If you want to analyse the data of several devices
together, the devices must be synchronised, i.e. all
devices involved should have the same date and time
settings. Otherwise the sequence of stored events
may be interpreted incorrectly.
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Types of reports

The Accu-Chek Smart Pix software creates single-page or
multi-page reports for defined periods (e.g., the last 2 or

4 weeks). The time range of the combined report is the time
range set for blood glucose or insulin pump reports. The
blood glucose values are always displayed in the Detailed
view style, irrespective of the selected setting for the indivi-
dual blood glucose report. A combined report can contain
any of the following report elements:

[1] Trend graph
[2] Day graph
[83] Week graph
[4] Statistics

The illustration on the left shows examples of the printed
version of the report.

Graphical elements of the reports
In all reports, you will find keys explaining the meaning of
individual elements. For detailed explanations of the various

elements, see the preceding descriptions of the blood glu-
cose and insulin pump reports on page 80 and page 112.
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Trend graph

This report element shows you the trend in test results and
insulin pump data over the selected time range. You will find
the days and months along the horizontal (x) axis and the
blood glucose values can be seen on the vertical (y) axis.

In addition, delivered bolus insulin amounts are plotted in
the chart (top down) and selectively either the basal rate or
carbohydrates (bottom up). The associated values can be
seen on the right-hand y-axis.

Bottom up (selected in the key):

. blue = basal rate or

. brown = carbohydrates
Top down:

. red = bolus

For a better overview, this representation does not display
pump events. If required, you can find this information in the
individual reports.
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Day graph
S === Aswiththe individual reports, this view facilitates recognition
Do G 0 BB QLG XO i : . . .
o o .| of patterns recurring on a daily basis. Here, too, all data is
T placed in a 24-hour-grid, making it easier to see the connec-
D R A AR L LA o | tion between insulin doses (bolus and basal insulin) and
e | . measured blood glucose values in relation to the time of day.
All the information is plotted at the relevant time of day
o according to the time when the test was performed.
g The elements and setup options used in the display corre-
spond to those in the Trend graph.
IKZIEVXvBmaﬂq\umse M — Connectinglines ¥ Bolus i [ Carbohyarates v
& O G vefore meal & * MeandG — Hypo limit XM Hypoglycaemia
& B 56 after meal O # Gridlines Target range. XM Above targstrange
Week graph
Y === This report element is also used to facilitate recognition of

S DBRIEOXO 155 e rcoass . b
—~| recurring patterns, but here the reference point is the day of

the week. All the information is plotted on the chart accord-
P LA AL A L LA LA KLLRANY LI M ing to the time the test was performed and the respective day

s | . of the week.

Day graph

Week graph

Statistics

8 ) ., e AR
(2weeks _~) way 2008 o m avs Isee locr InoV”

Logbooks

The elements and setup options used in the display corre-
spond to those in the Trend graph.

KEY ¥
B X Biood glucose B — Comectinglines I Bolus £ [ Camonyarates +.
M0 sGostoremeal [ o Hean oG — Hypolimit XCIM Hipoglycasmia
@ W G afermeal O # Gridlines. Targetrange XM Above target range
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Statistics
T =es| The Statistics report element contains general and statistical
Qrrsees G MABEYCOXO (st ; . X
T T I S S S S — : information about the values processed for the selected time
e e e e = | range. Here you will find the following information:
R Time range
EE— . Time range considered in the report, with start and
end date.
o e ; Device
. . . Device name
- 20 . Serial number: Serial number of the meter/insulin
- - g pump.
R = e . Last reading: Date and time of the last reading,

including, if applicable, the time settings difference
between device and computer (if this exceeds
5 minutes).

. Device (icon): Displays the device used in the
selected time range.

If you used several meters in the selected time range, this
information is given for each meter.
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Number of tests: Number of analysed blood glucose
results in the selected time range.

bG test frequency: Average number of blood glu-
cose tests per day for each day of the analysed time
range. In addition, the value of only those days when
a test was performed at least once, is also displayed
(in brackets).

Mean blood glucose: The average of all test results
obtained.

Standard deviation (SD): Standard deviation or
variance of the analysed test results.

Highest value/Lowest value: Highest and lowest
blood glucose value obtained in the selected time
range.

Target range: The target range used for the report.

Above/Within/Below target range: Percentage of
test results above, within or below the target range
(in percent).

Hypo/hyper limit: Blood glucose values below the
hypo limit are marked as a hypoglycaemia; results
above the hyper limit are marked as a hyperglycaemia.

Hypoglycaemias: Number of hypoglycaemias.
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. Mean bG before meals: Mean blood glucose value
before meals (if available).

. Meal rise: The mean difference in blood glucose
values before and after a meal.

. HBGI / LBGI: These figures represent the frequency
and the resulting risk of blood glucose values being
too high or too low (see bibliography on page 148).
Figures should be as low as possible.

. HI/LO/control results: Number of test results above
(HD and below (LO) the measuring range and number
of tests with control solution.

Additional information

This information is only displayed if required:

. Results without date/time: Number of test results
which were stored without date and time information.
. Results with warnings: Number of test results which
were stored with temperature warning, expiry note,
etc.
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. Total bolus insulin: Number of respective bolus
deliveries, according to bolus type.

. Maximum/Mean/Minimum dose: Highest and
lowest single insulin dose delivered in the selected
period and the average of all insulin amounts deliv-
ered.

. Bolus frequency: Average frequency of insulin
amount delivery per day (combined without consider-
ing the bolus type).

. Basal rate change: Number of manual increases
and decreases of the basal rate as well as the number
of changes to and switches of the basal rate profile.

Additional information

This information is only displayed if required:

. Results without date/time: Number of test results
which were stored without date and time information.

. Results with warnings: Number of test results which
were stored with temperature warning, expiry note,
etc.
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In the Logbooks report element, you find three display
options:

. Diary 8= : Table set up chronologically including all
available information.

. Logbook HEH : Chronological table divided into
columns according to time blocks and these columns
are subdivided into before/after meal columns.

. Daily statistics 9/ : Chronological table divided into
columns according to blood glucose, carbohydrates
and insulin. The associated statistical values (mean
value, numbers, etc.) are entered for each day.
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Diary (Record) i=

The term “record” describes the personal data saved which is
read from devices primarily during imports. This data is the
raw material used to create reports. You can view and edit
this data as a report in the analysis view, or as a tabular Diary.

When opening a saved record, the associated report will be
created and displayed at the same time. When adding entries
to the record or editing existing entries, these changes will
also apply to the relevant report elements.

. You can create and save any number of records.

. You can automatically add data read from devices to
its assigned record.

. You can add your own plain-text comments and
additional information to every record entry.

Every record assigned to a patient is saved automatically
when you exit the record view or exit the Accu-Chek

Smart Pix software. Records that were not saved or assigned
will, however, be deleted after the import.

See chapter 4 for descriptions of how to create, open and

manage records. The following descriptions will explain the
functions and editing options in an opened record.
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Contents of the diary

The record displays as a tabular list of sorted blood glucose
results, insulin pump data and further information. The table
of values (sorted by date and time blocks) is created accord-
ing to the date and time information of the blood glucose
results and pump data. You can specify whether this table is
to be sorted in ascending or descending order by clicking the
table heading Date. This table will always display all existing
data, irrespective of the time range settings in the report.
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Adjusting the list view

[y ==& You have the following options for customising the table to
(9% Read device LB . . .
“|  suit your personal requirements:

w @ % ||X

¥ Biood glucose < Carbohydrates.

< Insulin (U)
< Basal ate profie

Status
2117 oL
2349

Trend graph
Daygrapn

Week graph
Wetabolic control

a|
8|
o ) Column hide option

. o . All the columns currently selected are ticked. Click the
o : name of the column you wish to hide.

Statistics

‘ : . Right-click the table header to open the context menu.

[t]
B

17:32 5L 1 a

o . ! ; L . The check mark in front of the column name is
T ; - removed and the column is now hidden.

1851
1908
2007
2101

[t}
B

o tn By clicking the name again you can re-display the hidden

06:42 o []%]

§ L O a columns.

Naming insulins

@ Accu-Chek Smart Pix Software. [ [E][=]

- e Insulins are listed with the names 7, 2, and 3 (see page 140).
el = e e = 2 Instead of the column headings 7, 2, 3, you can also enter

v e & abbreviations (up to 5 characters, e.g., “NPH” or “Mix™) for

T each type of insulin.

Trend graph
Daygrapn
Week graph

Wednesday 19112006 | 0232
023
0249
o743

ey o T o . Click the relevant figure in the column heading.
Bl =1 N : g )
r— o E o - ‘ g0 . Enter the desired name (up to 5 characters).
| (@) (Xomen] |y . "

: Sa . Click the OK ¢ button to save the changes and to

18:44 oL 1 .
R close the dialog box.
2353 [<1x]
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07:48 15 1 a
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>
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Editing list entries

“List entry” always refers to a complete table row
divided into various information sections (e.g., Blood

glucose or Comments). Each list entry has at least

a date and a time.

You have the following options for editing list entries:

You can:

add extra information to existing list entries.

manually add new entries and manually add test
results to these entries. Data entered manually can
also be changed later.

flag existing entries as invalid (e.g., incorrect measure-
ments) to exclude them from the reports.

You cannot:

modify date or time information or test results read
from meters.

mark as deactivated or modify any entries read from
insulin pumps.

An open record is automatically saved as soon as you close it.
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Adding or deactivating list entries

On the right-hand side of every list entry there are one or two
small buttons with the following functions:

. With the [ button you can add a row above the
present row.

. With the E button you can delete the highlighted
entry (e.g., to exclude incorrect measurements from
reports and statistics). This button is only displayed for
entries which can be deactivated.

To add a list entry:

. Double-click the [3 button in the row above which
you wish to create an entry.

. Set the desired date and time for the entry using the
arrow buttons.

If the date and time setting does not match the current

position of the entry, the row will automatically move to the
right position.
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To deactivate a list entry:

. Double-click the i button in the row you wish to
J i ) deactivate. The row will now be displayed shaded
‘ 2 I in grey.
‘ o This list entry will no longer be included in reports and
statistics.

Wednesday 19112006 | 0232w
0232
0249
o743
0817
0020
103
1051

[t]
B

1331 12 Q
73 a5l
- o To reactivate a deactivated list entry:

1]
1>]

@ . Double-click the g button in the row you previously
25 [ 1% .
ey e . E deactivated.
ors - st

(D You can also use the context menu to add or deacti-
vate entries. To do so, right-click an entry and select
the desired option from the menu now displaying.
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Data (blood glucose, carbohydrates, insulin) in the list

e ===5 [he records in the various columns are displayed with the
= following units:
e, as
Status ¥ Ei Z o8
e i i'u S . Blood glucose
Viednesday 19112005 | 0232w ce X . .
= . g The unit is the same as the setting on the meter from
= N o g which the data was read.
= S . gal . Carbohydrates =g
7 Z £a You can set the unit yourself. To change the displayed
- . 5 unit, click the | button next to it and select the
L — e desired unit. The unit selected here will also be used
i & for the report.
2353 [<]%]
T e . 4 o . Insulin
e The unit is always U.
| EES

The following limitations apply when entering data:

. In entries read from insulin pumps, you can only enter
carbohydrates and comments but no blood glucose or
further insulin amounts.

. You cannot change blood glucose data read from
devices but mark them with events.

. You can enter blood glucose values only in manually
created entries.

@ Icons used in list entries to provide insulin pump

information correspond to the icons described in the
insulin pump reports.
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Entering and editing blood glucose values

To enter a blood glucose value in a manually created list
entry:

In the desired entry, click the Blood glucose column.
If the input field is highlighted, you can enter the value.
Complete your data input by pressing the Enter key.

As soon as you have completed your data input, the entry is
marked as a manual list entry with the [» icon.

To change or delete a blood glucose value which has been
entered manually:

Double-click the value you wish to change or delete.
The cursor now flashes in that input field.

Delete or change the value and then press the
Enter key.
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Trend graph
Daygraph
Week graph
Wetabolic control
Distibution
Statistics

> insulin pump.
» Blood glucose &

@ Accu-Chek Smart P Software

Date

2117
2349

G BRI O

Blox

=]

Doe, John ®
15.021966/001245

“om

Wednesday 19,11 2008

=)

0232
024
o743
0817
0920
1033
1051
1315
1331

1732
1806
1844
1851
1908
2007
2101
221

Thursday 20112008

(20
0542
o748
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To mark a blood glucose value with an event:

. In the desired entry, click the section to the right of the
blood glucose value.

. From the menu now displayed select the desired event
by clicking it once.

The event selected is now displayed as an icon to the right of
the blood glucose value. You can mark a blood glucose value
with up to six events.

To delete an event icon:

. In the desired entry, click the section to the right of the
blood glucose value.

. The icons of events already assigned are displayed
with a highlighted border in the menu now displayed.
Click the highlighted icon once to delete it.

This icon is now removed from this entry.
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Entering and editing carbohydrates

To enter a carbohydrate amount in a list entry created
manually or read from a meter or insulin pump:

. In the desired entry, click the Carbohydrates =&
column.
. If the input field is highlighted, you can enter the value.

. Complete your data input by pressing the Enter key.

To change or delete a carbohydrate amount which has been
entered manually:

. Double-click the value you wish to change or delete.
The cursor now flashes in that input field.

. Delete or change the value and then press the
Enter key.
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Entering and editing insulin doses
Insulin types 1, 2 and 3 are assigned as follows in the list:

If you use an insulin pump, the pump insulin is automatically
entered as Insulin 1.

If you do not use an insulin pump, you may, e.g., assign
Insulin T to the short-acting insulin you use; assign Insulin 2
to the long-acting insulin; and assign /nsulin 3 to the pre-
mixed insulin.

To enter an insulin dose in a list entry created manually or
read from a meter:

. In the desired entry, click the /nsulin 1, 2 or 3 column

(you may have given these columns different names).
. If the input field is highlighted, you can enter the value.
. Complete your data input by pressing the Enter key.

To change or delete an insulin dose which has been entered
manually:

. Double-click the value you wish to change or delete.
The cursor now flashes in that input field.

. Delete or change the value and then press the
Enter key.
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Adding, editing and deleting comments

T ==& Toaddacommentto a list entry:

e TR =
m‘* : . In the Comments column, click the entry to which you
— e mm wish to add the comment.
ﬂ . When the comments field is highlighted, you can enter
e K > the desired text. All entered comments will be saved in
2 LA a list which will appear automatically upon entry of
= 2 your next comment. The list will display all comments

that start with the same initial letter as your new com-
ment. Simply click the comment displayed in the list if
you wish to enter it again.

s ) . You can enter up to 30 characters for each comment.
> Complete your text input by pressing the Enter key.
When reading data from an insulin pump, specific saved
pump events automatically appear as entries in the com-
ments column.
H [¢]

Headache, Cold m
L]

@ Accu-Chek Smart Pix Software.

Trendgapn 217 Z
Dayorapn so  EEE
T Wednesday 19712008 | 0232w
Metabolic control 0232 m
Distibuon oz o,
Statistics. 07:43 m
[ o1 o
» B0 gucose & nsuln oo o B ° .
i PR =
051 o
1 s
st T
12 %
1605 s
Toas e
s R
1908 o
2007 m
2101
221
255
Toursany 20708 0518
oz s
oras T
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To change an existing comment:

. Double-click the comment you wish to change.
The cursor now flashes in that text field.

. Change the text as you wish.

. Complete your text input by pressing the Enter key.

To delete an existing comment:

. Double-click the comment you wish to delete.
The cursor now flashes in that text field.

. Delete the text.

. After deleting the text, press the Enter key.
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Logbook HH

The logbook creates a tabular overview of blood glucose
results, carbohydrates and insulin doses. The table of values
(vertically sorted by date and horizontally divided into time
blocks) is created according to the mealtime flag and the
date and time information of the blood glucose results. An
existing mealtime flag always leads to the test result being
sorted into the corresponding column (before/after meal),
even if the associated time information may deviate from it.

The time blocks containing the meals are subdivided further
into before and after meal areas. Values without any date or
time information will not be displayed in the logbook. They
are, however, contained in the Diary report element.

The key contains checkboxes which you can use to hide
certain values (unmarked or marked as before/after meal).
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@ hecu CrSmart P Sfvare ==
(D9 Read device N

You can display detailed information for every entry.

[
150219661 001245

v R e = e e . Move your mouse across an entry for which you would
S e » JER like to have more information.
Fr o | o o _ .
b m o Within a few seconds, a tooltip will be displayed showing you
» Biood glucose & Insuiin Toesday 105| 06 05 i )
o [ e x the details for this entry:
. e szt B

Time: 11:08

. For blood glucose: date, time, test result, flag (before/
after meal, if applicable), comment.

. For insulin: date, time, insulin amount, comment.

EE s For carbohydrates: date, time, amount, comment.
[ Test resuit, not marked W Above targst range "N Additional information

Testresult, marked as “before meal” W Below target range

=@ “after meal” (u]

If entries have additional information (e.g. marked with the
event User-defined), this is shown by a grey triangle in the
upper right-hand corner.
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Daily statistics 9%

The Daily statistics table is set up chronologically with
columns divided into blood glucose, carbohydrates and
insulin. The associated statistical values (mean values,
numbers, etc.) are entered for each day.

Blood glucose pane

Number: Number of analysed blood glucose results
on the selected day.

Mean bG: The average of all test results obtained on
this day.

SD: Standard deviation or variance of the analysed
test results.

Hypos: Number of hypoglycaemias.

Carbohydrates pane

Total: Carbohydrate amounts consumed on this day.

Insulin pane

Insulin: Total amount of insulin delivered
(bolus and basal).

Basal: Total amount of basal insulin delivered.
Bolus: Total amount of bolus insulin delivered.
Number of boluses

Basal/bolus: Ratio of basal insulin to bolus insulin.
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5.8 Analysing data in external applications
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)
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You can also open and analyse data read from meters and
insulin pumps in other applications. Whenever data is trans-
ferred, XMLL files are created in addition to the graphical and
tabular analyses (XML files are created separately for blood
glucose meters and insulin pumps, XSL style sheets for
formatting are included). These files can be read by other
suitable applications.

The following example shows how to import an XML file into
Microsoft Excel (as of version 2002).

. Start Microsoft Excel and choose the command
File > Open.
. In the file selection dialog, navigate to the SmartPix

drive and from there go to the MISC folder to display
the contents saved there. If no file is displayed there,
you must first select the file type “XML” in the file
selection dialog, if not already done.

If you have read in data from a meter as well as an insulin
pump, you will find two XML files. The first letter of the file
name indicates what data is contained:

- Gxxoooxx.XML: blood glucose values from meter

- oooooxx XML: data from insulin pump

. Select the desired file and click Open.
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. In the following dialog box, select the option for
T importing the XML file using the related style sheet.
The file ynuareupemng(unt‘a\.ns stylfslhe:t(st). What would you like to do: This additional file prepares and formats the data
| Capermthrmbbaut appling a stylesheel . .
< @ fen the Fle i e oG syfeche appled (seec o records in a legible way.

Be careful to select the correct style sheet for the chosen
XML file:

. ACSPIXMT.XSL

is the style sheet for meter data;

MT = meter
. - ACSPIXIP.XSL
— is the style sheet for insulin pump data;
% g:?"ﬁleo:0010187r\/ers\on:SOJ.OO IP = insulin pump
7 Bg Device 1:
8 Name: Aviva - SN:11519637 - Unit: mg/dL
2 Deves 30050607 - Times 23536 The meter data read from the XML file is now displayed in
 Bg Measurements table form. Besides the tabular listing, you will also find
1: 75.er o0 T\;}n - Bag Value Flags|[Insulin 1] Insulin 2 [Insulin 3| Carbs|Event|Bg Devic StatIStlca| ana|yseS at the end Of the table
) L2 T
2 os.00.3000] 251081 . .
a2 osos 005l 1o o You can now save this file for archiving or other purposes on
3 S 55 your hard drive. You cannot save this file on the SmartPix
25 06.2009| 23:3 90 .
P —Uadeang 100 o removable disk.
: oo 3000] 03.15 5
30 )4.06.200 10 4
31 )4.06.200" 47
32 .06.200¢ St
33 )4.06.2009 14
34 4.06.2009| 4
35 06.2009| 23:04
36 06.2009( 19:1. 1
o o12.057 03 2 - —
Ready [EEErT e O, o
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6 Preparing the devices

The Accu-Chek Smart Pix system can read and analyse data
from the following blood glucose meters:

Via USB port:

. Accu-Chek Active (model GU, GB)
. Accu-Chek Aviva Connect

. Accu-Chek Aviva Insight

. Accu-Chek Mobile (model U1)

. Accu-Chek Performa Connect

. Accu-Chek Performa Insight

Via IR port (Accu-Chek Smart Pix device):

. Accu-Chek Active (model GG, GN, GC)
. Accu-Chek Aviva

. Accu-Chek Aviva Nano

. Accu-Chek Aviva Combo

. Accu-Chek Aviva Expert

. Accu-Chek Compact

. Accu-Chek Integra

. Accu-Chek Compact Plus

. Accu-Chek Go

. Accu-Chek Mobile (model U8)
. Accu-Chek Performa

. Accu-Chek Performa Nano

. Accu-Chek Performa Combo

. Accu-Chek Performa Expert
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152

The following are also compatible:

. Accu-Chek Voicemate Plus voice unit
. Accu-Chek Pocket Compass software for handhelds

Using an Accu-Chek IR key (accessory), the following blood
glucose meters can also be used to transfer data:

. Accu-Chek Advantage
. Accu-Chek Comfort
. Accu-Chek Sensor

The following insulin pumps are suitable for transferring data
to the Accu-Chek Smart Pix system:

. Accu-Chek D-TRONplus
. Disetronic D-TRONplus
. Accu-Chek Spirit

. Accu-Chek Spirit Combo
. Accu-Chek Insight

Note: Not all products are available in all countries.
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In some cases, these devices require different preparation in
order to be able to transfer data to the Accu-Chek Smart Pix
system. On the following pages, you will find the procedure
for each device to analyse stored data successfully. You or
the user can also find this information in the User's Manuals
for the meters, insulin pumps and the Accu-Chek Pocket
Compass software.

®

®

Always prepare only one device at a time for data
transfer. Otherwise, simultaneous communication
attempts might interfere with the data transfer. Also
avoid possible interference from infrared ports of
other devices such as laptops or mobile phones.

Avoid infrared data transfer in direct extraneous light
(e.g- sunlight) because it may interfere with data
transfer.

If you want to analyse insulin pump data together
with meter data, the devices must be synchronised,
i.e. all devices involved should have the same date
and time settings.
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All the descriptions below for an infrared data transfer
assume the following prerequisites to have been met:

. The Accu-Chek Smart Pix device is already plugged
into the computer.

. The computer is switched on and the operating
system is running.

. In the Accu-Chek Smart Pix software, you have
clicked on Read device or activated the automatic
import.

. The Accu-Chek Smart Pix device is ready for data
transfer when the luminous surface pulsates slowly.

-

ACCU-CHEK ® smart Pix
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6.1 Accu-Chek Active blood glucose meter

The Accu-Chek Active meter (model GG, GN, GC) has a
built-in infrared port for data transfer. In order to read data
from these devices, proceed as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

. Switch the meter on by keeping the M button pressed
for more than 3 seconds.

. The display shows “PC”, and data transfer starts
automatically.

ACCU-CHEK
Active
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156

The Accu-Chek Active meter (model GU, GB) has a built-in
USB port for data transfer.

The Accu-Chek driver must be installed on your com-
puter to enable direct communication between meter
and computer (see chapter 2.2). If you connect the
meter to the Accu-Chek Smart Pix device (model 2),
this driver is not required.

In order to read data from these devices, proceed as follows:

. Connect the micro B plug of the USB cable to the
meter.
. If you are not using the Accu-Chek Smart Pix device

(model 2): Connect the USB A plug to a USB port on
your computer.

. The meter connects to the computer. “PC” flashes on
the display.
. Data transfer starts automatically, “PC" no longer

flashes during the data transfer.
The data is transferred. When data transfer has been com-

pleted, “End” appears on the display, after which the meter
turns itself off. You can now remove the USB cable.
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Accu-Chek Aviva Nano blood glucose meter
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The Accu-Chek Aviva and Accu-Chek Aviva Nano meters
have a built-in infrared port for data transfer. In order to read
data from these devices, proceed as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

. Switch the meter on by keeping the 4 and » buttons
pressed simultaneously until two alternately flashing
arrows appear on the display. The data transfer starts
automatically.
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6.3 Accu-Chek Aviva Combo blood glucose meter
Accu-Chek Aviva Expert blood glucose meter

The Accu-Chek Aviva Combo and Accu-Chek Aviva Expert
meters have a built-in infrared port for data transfer. In order
to read data from these devices, proceed as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

10:02 2 Feb 09 . In the main menu, select My Data and press @.
& bG Test .
1L Bolus Advice Select Data Transfer and press @.
B Pump
M MyData | The data is now transferred. When data transfer has been
o Settings - completed, the Complete display is shown for three seconds.
ALLELN 27008 Then, the meter turns off.
_ i View Data
|4 Add Data ] .
4 Reports If you are using the Accu-Chek Aviva Combo meter
g Data Transfer | together with an Accu-Chek Spirit Combo insulin
pump, you should always read the data from both
y devi(':es at the same time ir.1 order to get informatiqn
] that is as complete as possible (especially concerning
a bolus amounts and basal rates).

Transferring Data

% Data Transfer

g

Complete
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9:29 am 10 Feb 2011
id o
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The Accu-Chek Aviva Insight Diabetes Manager has a built-
in USB port for data transfer.

The Accu-Chek driver must be installed on your com-
puter to enable direct communication between meter
and computer (see chapter 2.2). If you connect the
meter to the Accu-Chek Smart Pix device (model 2),
this driver is not required.

Proceed as follows to read out data from the Accu-Chek
Aviva Insight Diabetes Manager:

. Connect the micro B plug of the USB cable to the
meter.
. If you are not using the Accu-Chek Smart Pix device

(model 2): Connect the USB A plug to a USB port on
your computer.

. In the Communication menu of the meter, select the
Connect to PC option. (If the Connect to PC option is
set as default in your device, this step is omitted.)

. The data transfer starts automatically and the transfer
in progress is displayed.

. When data transfer has been completed, Data transfer
complete briefly appears on the display. The meter
automatically turns itself off (and switches to charging
mode). You can now remove the USB cable.

@ If you use the meter together with an Accu-Chek

Insight insulin pump, the saved data from both
devices is automatically transferred (see page 171).
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6.5 Accu-Chek Compact blood glucose meter
Accu-Chek Integra blood glucose meter

The Accu-Chek Compact and Accu-Chek Integra meters
have a built-in infrared port for data transfer. In order to read
data from these devices, proceed as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

. Switch the meter on by pressing the SET and MEMO
buttons simultaneously. The device is now switched
on and in data transfer mode, without advancing to
a new test strip.

. The display shows two arrows, and data transfer starts
automatically.
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6.6 Accu-Chek Compact Plus blood glucose meter

The Accu-Chek Compact Plus meter has a built-in infrared
port for data transfer. In order to read data from these
devices, proceed as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

. Switch the meter on by pressing the S and M buttons
simultaneously. The device is now switched on and
in data transfer mode, without advancing to a new
test strip.

. The display shows two arrows, and data transfer starts
automatically.
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6.7 Accu-Chek Go blood glucose meter

The Accu-Chek Go meter has a built-in infrared port for data
transfer. In order to read data from these devices, proceed as
follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

. Switch the meter on by keeping the M button pressed
for more than 3 seconds.

. The display shows “PC”, and data transfer starts
automatically.

If you have this version of the Accu-Chek Go meter, proceed
as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

. Switch the meter on by pressing the 4 and @ buttons
simultaneously.

. The display shows “PC”, and data transfer starts
automatically.
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6.8 Accu-Chek Mobile blood glucose meter

The Accu-Chek Mobile meter (model U8) has a built-in infra-
red port for data transfer. In order to read data from these
devices, proceed as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

. Keep the v and A buttons pressed until the meter
turns on.
. Wait for the display check to be completed and the

Transfer data menu to be displayed.

F——— . In the Transfer data menu, select For analysis and
For analysis press <.

The connection is now established, and the data is trans-
ferred. When data transfer has been completed, the Transfer
finished display is shown for two seconds. Then, the meter
turns off.
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Cancel

164

The Accu-Chek Mobile meter (model U1) has a built-in USB
port for data transfer.

@®

The Accu-Chek driver must be installed on your com-
puter to enable direct communication between meter
and computer (see chapter 2.2). If you connect the
meter to the Accu-Chek Smart Pix device (model 2),
this driver is not required.

The Accu-Chek Mobile meter has a selectable preset-
ting for connecting to a computer. To directly analyse
data in the Accu-Chek Smart Pix software, the Data
transfer option must be set as default.

In order to read data from these devices, proceed as follows:

Connect the micro B plug of the USB cable to the
meter.

If you are not using the Accu-Chek Smart Pix device
(model 2): Connect the USB A plug to a USB port on
your computer.

The meter turns on and connects to the computer.
Information is displayed keeping you updated on the
progress.

The data is transferred. When the data transfer has been
completed, the meter automatically turns itself off after a few
seconds. You can now remove the USB cable.
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6.9 Accu-Chek Performa blood glucose meter
Accu-Chek Performa Nano blood glucose meter

The Accu-Chek Performa and Accu-Chek Performa Nano
meters have a built-in infrared port for data transfer. In order
to read data from these devices, proceed as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

. Switch the meter on by keeping the 4 and » buttons
pressed simultaneously until two alternately flashing
arrows appear on the display. The data transfer starts
automatically.
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6.10 Accu-Chek Performa Combo blood glucose meter
Accu-Chek Performa Expert blood glucose meter

10:02
& bG Test

2 Feb 09

I Bolus Advice

B Pump

4 My Data

# Settings

10:00 &t 2 Feb 09

B Vicw Data
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% Data Transfer

g

Complete

The Accu-Chek Performa Combo and Accu-Chek Performa
Expert meters have a built-in infrared port for data transfer.
In order to read data from these devices, proceed as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

. In the main menu, select My Data and press @.
. Select Data Transfer and press @.

The data is now transferred. When data transfer has been
completed, the Complete display is shown for three seconds.
Then, the meter turns off.

(D If you are using the Accu-Chek Performa Combo
meter together with an Accu-Chek Spirit Combo insu-
lin pump, you should always read the data from both
devices at the same time in order to get information
that is as complete as possible (especially concerning
bolus amounts and basal rates).
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6.11 Accu-Chek Performa Insight Diabetes Manager

The Accu-Chek Performa Insight Diabetes Manager has
a built-in USB port for data transfer.

The Accu-Chek driver must be installed on your com-
puter to enable direct communication between meter
and computer (see chapter 2.2). If you connect the
meter to the Accu-Chek Smart Pix device (model 2),
this driver is not required.

Proceed as follows to read out data from the Accu-Chek
Performa Insight Diabetes Manager:

. Connect the micro B plug of the USB cable to the
meter.
e b @ orean . If you are not using the Accu-Chek Smart Pix device
= m {8 Gommunication (model 2): Connect the USB A plug to a USB port on

o q g Connect to PC S > [B Connection Options you rcom pUte r.

Meter Bolus

N\ g . .
< @ - @ et Up New Pairing >@neaﬂo PC ) . In the Communication menu of the meter, select the
E.N ———

W @ Chargs only Connect to PC option. (If the Connect to PC option is
ommunicatior My Data —— H o . . .
> B Sotesdeteut set as default in your device, this step is omitted.)
B} Manage Current Pairings et as defaul
?1: — | . The data transfer starts automatically and the transfer
FightMode |  Settings in progress is displayed.

ﬁ . When data transfer has been completed, Data transfer
complete briefly appears on the display The meter
B Conmecing _ automatically turns itself off (and switches to charging

& Connectes mode). You can now remove the USB cable.

B Bpeommee @ If you use the meter together with an Accu-Chek
?! T Insight insulin pump, the saved data from both
3 .r ).

devices is automatically transferred (see page 171).

“ T
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6.12 Accu-Chek Pocket Compass software

The Accu-Chek Pocket Compass software uses the infrared-

e port of a handheld for data transfer. In order to read data
[ DataTransfer \\] from the handheld, proceed as follows:
( Diary
[ o— ] . Place the handheld no more than 10 cm away from the
P infrared window on the Accu-Chek Smart Pix device.
[ Health Management ] Both infrared windows must be facing one another.
: .
[ Options ] I <Dat . Switch on the handheld and start the Accu-Chek
[ mpor? Tata ] Pocket Compass software.
[/ Export Data ] . On the main menu screen, touch Data Transfer.
Sync. Devices ] - Then touch Export Data.
[ Information ] . Data transfer starts automatically.

Export Data

Z

Transferring data...

Cancel
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6.13 Accu-Chek Voicemate Plus voice unit

The Accu-Chek Voicemate Plus voice unit has a built-in
B infrared port for data transfer. In order to read data from
these devices, proceed as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.
On the Accu-Chek Voicemate Plus voice unit, the
infrared port is located on the right side of the device
near the numeric keypad.

. Switch on the voice unit, press the 0 key once and
the 3 key twice (Data transfer menu, Transfer data
to PC via IR).

. Data transfer starts automatically.
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6.14 Accu-Chek D-TRONplus insulin pump
Disetronic D-TRONplus insulin pump

The Accu-Chek D-TRONplus and Disetronic D-TRONplus
insulin pumps have a built-in infrared port for data transfer.
In order to read data from these devices, proceed as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

(&

nane - Make sure that your insulin pump is in STOP mode
- 5 - and that the key lock (KeyLock) is deactivated or
unlocked.
@ . Press the button 4 times to select the “Data
_'I: - Transfer” function.
@ . Confirm the selection with the button. The built-in
:'I: et infrared port is now activated, and data transfer starts

automatically.

When data transfer has been completed and the report is
displayed on the screen:

. Press the button to quit data transfer mode.

. Resume operation of the insulin pump (RUN mode) so
as not to interrupt the supply of insulin according to
your basal rate for longer than necessary.
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6.15 Accu-Chek Insight insulin pump

Communication with an Accu-Chek Insight insulin pump
takes places exclusively via the Accu-Chek Aviva Insight
Diabetes Manager or the Accu-Chek Performa Insight
Diabetes Manager. Setting up the Bluetooth® connection of
these devices which are used together normally takes place
when configuring them. No additional preparation of the
insulin pump is required for data transfer.

The insulin pump data is always saved in the meter and auto-
matically read out (together with meter data) and saved to
your computer. In order for additional information (settings)
to be transferred, the insulin pump must be located close to
the meter while data is being read.

If only the meter is available, the insulin pump data saved on
the meter is also transferred. If the meter and the insulin
pump are available, both the data and the insulin pump set-
tings (e.g. programmed basal rate profiles) are transferred.

In order to read data from the Accu-Chek Insight insulin
pump, proceed as follows:

. If you also want to transfer the settings, ensure that
the insulin pump is located near the meter (e.g. on
your belt).

. Perform the data transfer from the meter as described

on page 159 or page 167.
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6.16 Accu-Chek Spirit insulin pump

172

&)

OATA TRAMZFER

&)

The Accu-Chek Spirit insulin pump has a built-in infrared
port for data transfer. In order to read data from these
devices, proceed as follows:

. Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

. Make sure that your insulin pump is in STOP mode.

. Press the G@ button repeatedly until the
COMMUNICATION screen is displayed.

. Confirm the selection with the & button. The built-
in infrared port is now activated, and data transfer
starts automatically.

When data transfer has been completed and the report is
displayed on the screen:

. Press the G2 button to quit data transfer mode.

. Resume operation of the insulin pump (RUN mode) so
as not to interrupt the supply of insulin according to
your basal rate for longer than necessary.
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The Accu-Chek Spirit Combo insulin pump has a built-in
infrared port for data transfer. In order to read data from
these devices, proceed as follows:

Place the device no more than 10 cm away from the
infrared window on the Accu-Chek Smart Pix device.
Both infrared windows must be facing one another.

Make sure that your insulin pump is in STOP mode.

Press the G@ button repeatedly until the DATA
TRANSFER screen is displayed.

Confirm the selection with the & button.

Press the & button again to start data transfer.
The built-in infrared port is now activated, and data
transfer starts automatically.

When data transfer has been completed and the report is
displayed on the screen:

Press the G button to quit data transfer mode.

Resume operation of the insulin pump (RUN mode) so
as not to interrupt the supply of insulin according to
your basal rate for longer than necessary.

173



Chapter 6, Preparing the devices

6.18 Note on time settings for the Accu-Chek insulin pumps

If you have to correct the time set in your Accu-Chek insulin
pump, observe the following:

Do net change the time on your Accu-Chek insulin
pump if you have programmed time-based changes
of insulin delivery (e.g. temporary basal rate, extended
bolus or multiwave bolus) and this change is still in
effect (i.e. the programmed period of time has not yet
elapsed).

In this case, the Accu-Chek Smart Pix system may not be
able to analyse the stored insulin pump data. Therefore, only
change the time set in your insulin pump if it is in STOP
mode.

If you want to reset the time programmed in your Accu-Chek
insulin pump (e.g. at the end of summer time or due to time
zone changes when travelling in Western directions) and to
analyse the existing data using the Accu-Chek Smart Pix
system:
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Before changing the time, read the existing data from

@ your Accu-Chek insulin pump. The next time data is
read, the Accu-Chek Smart Pix system only analyses
the insulin pump data which was stored for the day
of the changeover (i.e. as of 0:00) after the time was
reset.

If you are using your insulin pump together with a blood
glucose meter and want to analyse the data of both devices
using the Accu-Chek Smart Pix system, always change the
time for all devices at once. This ensures that the informa-
tion represented in the reports is assigned correctly. Com-
bined reports are only created for devices which have the
same date and time settings.
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Chapter 7, Error signals and troubleshooting

Sometimes situations can occur in which a report is not
created or printed, or other problems arise. We would like
to provide you with several solutions below for most con-
ceivable situations in which a problem might occur. If you do
not find an appropriate solution here, contact your customer
support and service centre (you can find the address in
chapter 10).
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7.1  Errors without error signals

The Accu-Chek Smart Pix system fails to appear on the PC as
a drive:

. Check whether your PC or operating system meets the
system requirements for the Accu-Chek Smart Pix
system (see page 2).

. Check to make sure the USB plug is firmly plugged
into the correct socket on the PC.

. If the Accu-Chek Smart Pix system is still not recog-
nised as a drive, plug the device into a different USB
port on your PC (you may be able to use a USB hub or
choose between USB ports on the front and rear of
your PC).

If the Accu-Chek Smart Pix system fails to emit any status
indicator signals whatsoever and if all the above checks are
unsuccessful, try testing the device on a different PC. If there
is still no sign of operation, the device is probably faulty. This
also applies if there are error signals (luminous surface flash-
ing) which are not associated with data transfer. Contact
your customer support and service centre (you can find the
address in chapter 10).
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7.2  Error signals on the device

The Accu-Chek Smart Pix system reports potential errors
(e.g. during data transfer) by causing the luminous surface 6
to flash quickly.

If such an error occurs, the following options are available to
solve the problem:

. In the Accu-Chek Smart Pix software user interface,
click the Read device button. By flashing slowly again,
the luminous surface should now indicate that it is
actively searching for devices and that it is ready for
data transfer.

. . If the error signal continues, you can unplug the
(e . Accu-Chek Smart Pix device and plug it back in again.
Any Microsoft Windows error message about remo-
ving the disk is of no further consequence.

Accu-Chek Smart Pix diabetes management system User's Manual 179



Chapter 7, Error signals and troubleshooting

Then repeat data transfer.
If this error signal occurs again, check the following points:

. Has the meter been properly prepared for data
transfer? For more information, see chapter 6.

. Is the optical contact (infrared port) unimpaired?
Is the distance correct (too far away)?

. Is there any interference from extraneous light
(sunlight, another infrared port, fluorescent tubes
or energy-saving lamps)?

. Is the USB cable correctly plugged in under the
device?

In the event of error messages associated with data transfer,
it is not the Accu-Chek Smart Pix system which is faulty,
there is interference with the data transfer between the
devices. In individual cases, this may be due to the meter

or insulin pump.
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8.1 Cleaning the Accu-Chek Smart Pix device

8.2 Disposal of the Accu-Chek Smart Pix device

8.3 Cleaning the USB flash drive

8.4 Disposal of the USB flash drive
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Unplug the Accu-Chek Smart Pix device before cleaning it.
Use cloths slightly moistened with cleaning fluid and make
sure no liquid gets inside the device.

Clinical staff: Observe the regulations applicable at your
institution concerning protection against infection.

The product itself may come into contact with blood during
testing. Used products therefore carry a risk of infection.
Dispose of used products according to local regulations. For
information about correct disposal, contact your local council
or authority. The product falls outside the scope of the
European Directive 2002/96/EC (Directive on waste electrical
and electronic equipment, WEEE).

Clean the USB flash drive while it is disconnected. Use cloths
slightly moistened with cleaning fluid and make sure that no
liquid gets inside the device casing.

The USB flash drive falls inside the scope of the European
Directive 2002/96/EC (Directive on waste electrical and elec-
tronic equipment, WEEE). Do not dispose of it in household
waste. Dispose of the USB flash drive according to environ-
mental regulations by handing it in to a collection point or to
your distributor.
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8.5

8.6

182

Using a USB flash drive

Abbreviations

@ Important note: Do not remove the USB flash drive
containing the Accu-Chek Smart Pix software while
data is being exchanged. Doing so could cause
irreparable damage to files. The USB flash drive itself
could be damaged, rendering it unusable. To prevent
this, follow these instructions for safe removal of the
USB flash drive:

. Look for the “Safely Remove Hardware and Eject
Media” §g icon on the Windows taskbar.

. Double-click the fig icon.

. In the menu displayed, select the removable media
(USB flash drive) to be ejected.
. When the “Safe to remove hardware” message

appears, you may unplug the USB flash drive.

bG Blood glucose

SD Standard deviation

AST Alternative site testing

TBR Temporary basal rate

HI Result above the measuring range (indicated on the meter as HI)
LO Result below the measuring range (indicated on the meter as LO)
Hypo Hypoglycaemia

u Insulin dose in International Units

U/h Insulin dose delivered per hour (basal rate)

HBGI High blood glucose index

LBGI Low blood glucose index
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9 Accu-Chek Smart Pix software Terms of Use

Using the Accu-Chek Smart Pix software is subject to the following
provisions (“Terms”).

1
1.1

12

1.3

2

Data Protection, Privacy and Data Backup

Roche Diagnostics GmbH, Sandhofer Strasse 116,
68305 Mannheim, Germany (“Roche Diagnostics”) does
not have any access to data you generate using the
Accu-Chek Smart Pix software.

The data you generate using the Accu-Chek Smart Pix
software are generated locally on your computer and only
stored to the system that you actively select, e.g. the location
on your computer where you store the Accu-Chek Smart Pix
software.

The Accu-Chek Smart Pix software USB flash drive is the
original media used to provide the software but it is not a
suitable media for storing data you have generated using the
Accu-Chek Smart Pix software. Avoid potential data loss
(e.g., from damages to or loss of the USB flash drive) and
always store all data locally on your computer or on a net-
work server. tis your own responsibility to back up your data.

Proprietary Rights

All right, title and interest including, but not limited to, copyright,
trademarks and other intellectual property rights in and to the struc-
ture, design and labeling of the Accu Chek Smart Pix software are
owned by Roche Diagnostics and its licensors. Roche Diagnostics
retains all rights not expressly granted herein.
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3.2

33

4.2

43

Limitation of Liability

Irrespective of the cause of action, Roche Diagnostics' liability
shall be limited to damages caused by Roche Diagnostics,
its employees or subcontractors due to willful misconduct,
gross negligence or, in case of a violation of an essential
obligation, i.e. an obligation that is of crucial relevance to
the usability of the Accu-Chek Smart Pix software, simple
negligence.

If Roche Diagnostics is held liable for simple negligence
under Section 3.1, Roche Diagnostics’ liability shall be
limited to those typical damages that were reasonably fore-
seeable at the time you were provided with the Accu-Chek
Smart Pix software or, at the latest at the time of the violation
of the relevant obligation.

Roche Diagnostics'’ liability for any damages caused by

the breach of a specific warranty or for damages to be com-
pensated under the Product Liability Act and for damages
due to loss of life, injury or prejudice to health remains
unaffected.

Miscellaneous

These Terms shall be governed by the laws of Germany;
the application of the UN Convention on Contracts for the
International Sale of Goods is excluded.

For disputes arising from or in connection with these Terms,
the courts of Mannheim, Germany have exclusive jurisdic-
tion internationally and locally, if you are a merchant, enter-
prise or public institution.

If any individual clause of these Terms is invalid or unen-
forceable, the remainder of the Terms shall not be affected
in any way. Ineffective clauses shall be replaced by the legal
regulation.
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Australia
(Australia)

Roche Diagnostics Australia Pty. Ltd.

Roche Diagnostics Australia Pty. Ltd.

31 Victoria Avenue, Castle Hill

NSW 2154, Australia

ABN 29 003 001 205

Accu-Chek Enquiry Line: 1800 251 816
www.accu-chek.com.au

For training videos, visit www.youtube.com/accuchek

Austria Roche Diagnostics GmbH
(Osterreich)

Roche Diagnostics GmbH

Engelhorngasse 3

1210 Wien, Osterreich

Accu-Chek Kunden Service Center: +43 1 277 87-355
www.accu-chek.at

accu-chek.austria@roche.com

Belgium Roche Diagnostics Belgium NV/SA
(Belgien/Belgique/

Belgié)

Roche Diagnostics Belgium NV/SA
Diabetes Care

Schaarbeeklei 198

1800 Vilvoorde, Belgié

Tel: 0800-93626 (Accu-Chek Service)
Fax: 02 247 46 80
www.accu-chek.be

Bosnia and Medicom d.o.o.
Herzegovina

(Bosna i Hercegovina)

Medicom d.o.o.

Ugao Ulice cara Lazara i Stepe Stepanovic¢a bb
78000 Banja Luka, Bosna i Hercegovina
Besplatna telefonska linija: 0800 50 400
Hamdije Cemerliéa 2

71 000 Sarajevo, Bosna i Hercegovina
Besplatna telefonska linija: 0800 20 601

Brazil Roche Diagndstica Brasil Ltda.
(Brasil)

Roche Diagnéstica Brasil Ltda.

Av. Engenheiro Billings, 1729 - Prédio 38

CEP: 05321-010 - Jaguaré - Sdo Paulo - SP, Brasil

CNPJ: 30.280.358/0001-86

Responsaével técnico:

Fatima Maria Marques Pereira - CRF/SP 13.607

Central de Relacionamento Accu-Chek Responde: 0800 77 20 126
www.accu-chek.com.br
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Bulgaria Marvena MAPBEHA 00,

(Bvnrapus) 1799 Codus
X.K. ,Mnapoct 2*
yn: ,,Cs. Kunpuan“ 44, Bbnrapua
Ten: 02/974 89 44
Www.marvena.com

Canada Roche Diagnostics Roche Diagnostics

(Canada) 201, boul. Armand-Frappier
Laval, Québec H7V 4A2, Canada
Accu-Chek Soins aux Patients : 1 800 363-7949
www.accu-chek.ca

China Roche Diagnostics (Shanghai) Limited ZRESEES (L8) GRAT
(HHE) LiETEERH 1045 S
HEBERR 1510 &
HB%: 200031

Accu-Chek® B X EHL: 8008202777 (EliF)
400 820 2777 (F#H1)
www.accu-chek.cn

Roche Diagnostics (Shanghai) Limited
10/F, Huaihai Plaza

No. 1045, Central Huaihai Road
Shanghai 200031

P.R China

Accu-Chek® Customer Service Hotline:
800-820-2777 (landline)

400-820-2777 (mobile phone)
www.accu-chek.cn

Croatia Roche d.o.o. Dobavljac:

(Hrvatska) Roche d.o.o.
Ulica grada Vukovara 269 a
10000 Zagreb, Hrvatska

Sluzba podrske za korisnike:

Roche d.o.o.

Ulica grada Vukovara 269 a

10000 Zagreb, Hrvatska

Besplatna telefonska linija: 0800 60 00 60
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Czech Republic
(Ceska republika)

Roche s.r.o. Diagnostics Division

Roche s.r.o. Diagnostics Division

Prodejni jednotka Diabetes Care

Dukelskych hrdind 12

170 00 Praha 7

Ceska republika

Informace o glukometrech na bezplatné lince 800 111 800
www.accu-chek.cz

Denmark
(Danmark)

Roche Diagnostics A/S

Roche Diagnostics A/S
Industriholmen 59

2650 Hvidovre, Danmark
TIf. 36 39 99 54
www.accu-chek.dk

Egypt
(=2)

Diabetes Care Egypt

Diabetes Care Egypt

6 lbn Arhab St.

Giza, Egypt
www.accu-chekarabia.com

Estonia
(Eesti)

AS Surgitech

AS Surgitech

Parnu mnt. 148 lll-korrus
11317 Tallinn, Eesti

Tel. +372 6460660

Fax. +372 6460661
www.accu-chek.ee
www.surgitech.ee

Finland
(Suomi)

Roche Diagnostics Oy

Roche Diagnostics Oy

PL 160

02180 Espoo, Suomi

Asiakaspalvelupuhelin: 0800 92066 (maksuton)
www.accu-chek fi

France
(France)

Roche Diagnostics

Roche Diagnostics
2, Avenue du Vercors, B.P. 59
38242 Meylan Cedex, France
Numéro vert : 0 800 27 26 93
www.accu-chek.fr

Germany
(Deutschland)

Roche Diagnostics Deutschland GmbH

Roche Diagnostics Deutschland GmbH
Sandhofer Strasse 116

68305 Mannheim, Deutschland
Accu-Chek Kunden Service Center
Kostenfreie Telefonnummer 0800 44 66 800
Montag bis Freitag: 8:00 bis 18:00 Uhr
www.accu-chek.de
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Greece Roche Diagnostics (Hellas) S.A Roche Diagnostics (Hellas) S.A
(EAAGSQ) Tunpa AiaBitn
A.NMavayoUin 91,
142 34 N€a lwvia
EANGOa
TnA.: 210 2703700
®aé: 210 2703701
Awpedv Mpappn EEunnpétnang Mehatwv AiaBritn: 800 11 71000

Hongkong, Roche Diagnostics (Hong Kong) Limited  ZgECE2EN (FE) BRAR
New Territories BAEMREREST Y 223 57
(&EBHR) M ERES—E 1718

B ERRFEEAR © +852-2485 7512 (HHARSRT)

www.accu-chek.com.hk

Roche Diagnostics (Hong Kong) Limited

Level 17, Tower 1, Metroplaza

223 Hing Fong Road, Kwai Chung

New Territories

Hong Kong

Enquiry hotline: +852-2485 7512 (office hours)
www.accu-chek.com.hk

Hungary Roche Magyarorszég Kft. Roche Magyarorszdg Kft.
(Magyarorszég) 2040 Budadrs, Edison u. 1.
Magyarorszag

B6vebb infomécié: 06-80-200-694
www.accu-chek.hu
www.vercukormeres.hu

Israel Dyn Diagnostics Ltd. Dyn Diagnostics Ltd.
(I7N—“'.'}' n]l-[n) 7 Ha’Eshel St.
Caesarea Industrial Park
38900 Israel
Tel. 4972 4 6277090

www.dyn.co.il
Italy Roche Diagnostics S.p.A. Roche Diagnostics S.p.A.
(ltalia) Viale G.B. Stucchi 110

20900 Monza (MB), ltalia
Numero Verde 800-822 189
www.accu-chek.it
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Japan Roche Diagnostics K.K. Roche Diagnostics K.K.
(B&) Customer center
6-1, Shiba 2-chome, Minato-ku, Tokyo
Japan
Telephone: 0120-642-860 (toll-free)
Kazakhstan F.Hoffmann - La Roche Ltd. F.Hoffmann - La Roche Ltd.
(KasaxcTtaH) Representative office in Kazakhstan
52, Abay ave

050008, Almaty
Republic of Kazakhstan
www.accu-chek.eu/east

Latvia Roche Diagnostic ODG Baltic Roche Diagnostic ODG Baltic
(Latvija) UAB ,Roche Lietuva”
Diagnostikas nodala
J. Jasinskio iela 16 B
03163 Vilnius, Lietuva
Talrunis: +370 5 252 6440
Fakss: +370 5 254 6778
Bezmaksas informativais talrunis 80008886
www.accu-chek.lv

Lebanon Promotion Office Levante Beirut Promotion Office Levante Beirut

(o) c/0 Omnilab
Bardaro Street, Chaoui & Soufi Building
PO Box 13 50 36
Beirut, Lebanon
www.accu-chekarabia.com

Lithuania UAB ,Roche Lietuva® UAB ,Roche Lietuva“
(Lietuva) Diagnostikos padalinys
J. Jasinskio g. 16 B, 10 aukstas
03163 Vilnius, Lietuva
Tel. +370 5 252 6440
Faks. +370 5 254 6778
Nemokama telefono linija 8 800 20011
www.accu-chek.It

Morocco Produits Roche S.A. Produits Roche S.A.
Promotional Office Maghreb
225, Boulevard d’Anfa
20100 Casablanca
Morocco
www.accu-chekarabia.com

(2o2e)
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Netherlands Roche Diagnostics Nederland BV
(Nederland)

Roche Diagnostics Nederland BV

Postbus 1007

1300 BA Almere, Nederland

Tel. 0800-022 05 85 (Accu-Chek Diabetes Service)
almere.dc@roche.com

www.accu-chek.nl

New Zealand Roche Diagnostics NZ Ltd
(New Zealand)

Roche Diagnostics NZ Ltd

15 Rakino Way

PO Box 62089

Mt Wellington, Auckland 1641

New Zealand

Accu-Chek Enquiry Line: 0800 80 22 99
www.accu-chek.co.nz

Norway Roche Diagnostics Norge AS
(Norge)

Roche Diagnostics Norge AS
Brynsengfaret 6 B

Postboks 6610 Etterstad

0607 Oslo, Norge

Accu-Chek Kundesenter: 815 00 510
www.accu-chek.no

Poland Roche Diagnostics Polska Sp. z 0.0.
(Polska)

Roche Diagnostics Polska Sp. z 0.0.

ul. Wybrzeze Gdynskie 6B

PL 01-531 Warszawa

Polska

Telefon: +48 22 481 55 55

Faks: +48 22 481 55 94

www.accu-chek.pl

Infolinia na terenie Polski: 801 080 104*

* Optata za potaczenie jest zgodna z planem taryfikacyjnym danego
operatora.

Portugal Roche Sistemas de Diagndsticos, Lda.

(Portugal)

Roche Sistemas de Diagnésticos, Lda.
Estrada Nacional, 249-1

2720-413 Amadora, Portugal

Linha de Assisténcia a Clientes 800 200 265
(dias uteis: 8h30 - 18h30)
www.accu-chek.pt
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Romania Roche Romania S.R.L.
(Romania)

Roche Romania S.R.L.

Divizia Diagnostics

Str. Polon4, nr. 68-72

Cladirea Polona 68 Business Center
Etaj 3, Sector 1, Bucuresti

Cod postal 010505

Romania

Helpline 0800 080 228 (apel gratuit)
www.accu-chek.ro

Russia Roche Diagnostics Rus LLC
(Poccwus)

000 «Pow OnarHocTrka Pyc»
busnec-ueHTp «HernnHHasa MNnasa»
Tpy6Has nnowagab, 4.2

Mockea, Poccus, 107031
NHOOPMaLMOHHBIN LEHTP:
8-800-200-88-99

(3BOHOK BecnnaTHbIl 4niA Bcex pernoHos Poccrm)

E-mail: info@accu-chek.ru
Anpec B NHTepHeTe: www.accu-chek.ru

Saudi Arabia Roche Diabetes Care / Tujjar Jeddah
[Cpem))

Roche Diabetes Care / Tujjar Jeddah
Prince Mohammed Bin Abdulaziz Street
(Tahliah Street) P.O. Box 122787
Jeddah 21332

Kingdom of Saudi Arabia
www.accu-chekarabia.com

Serbia ADOC d.o.o0. Beograd
(Srbija)

ADOC d.o.o. Beograd

Info centar (podrska korisnicima)
Jove lliéa 19

11000 Beograd

Srbija

Tel: 011 2471 990
diabetes.care@adoc.rs

Singapore Roche Diagnostics Asia Pacific Pte. Ltd.

(Republik Singapura)

Roche Diagnostics Asia Pacific Pte. Ltd.
298 Tiong Bahru Road

#11-01 Central Plaza

Singapore, 168730

Accu-Chek ExtraCare line: 6272 9200
www.accu-chek.com.sg
sg.accu-chek@roche.com
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Slovakia Roche Slovensko, s.r.o. Roche Slovensko, s.r.o.

(Slovensko) Diagnostics Division, Diabetes Care
Lazaretska 12
811 08 Bratislava
Slovensko
Infolinka ACCU-CHEK: 0800 120200
www.accu-chek.sk

Slovenia Roche farmacevtska druzba d.o.o. Roche farmacevtska druzba d.o.o.
(Slovenija) Divizija za diagnostiko
Vodovodna cesta 109
1000 Ljubljana, Slovenija
Brezplacen telefon: 080 12 32
www.accu-chek.si

South Africa Roche Products (Pty) Ltd. Roche Products (Pty) Ltd.

(South Africa) Diagnostics Division
9 Will Scarlet Road, Ferndale
P.0. Box 1927, Randburg 2125
South Africa
Accu-Chek Customer Care Centre:
080-DIABETES (Dial 080-34-22-38-37)
www.diabetes.co.za

South Korea Roche Diagnostics Korea Co., Ltd. MEEHA| 2t7

(CHet2I=) B2tz 108 2 22 MELE 2 &
sHER A AT
OFR - = Mu| AMIE
FERAHNE

080-909-2222 / ¥ -3 LM BA 0 E-2LF5A|30 &
www.accu-chek.co.kr

Roche Diagnostics Korea Co., Ltd.
Accu-Chek Service Center

2F. Seokyoung Bldg.

22 Teheranro 108-gil

Gangnam-gu

Seoul 135-280

South Korea

Tel: 080-909-2222 (N/A international call)
www.accu-chek.co.kr
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Spain
(Espafia)

Roche Diagnostics S.L.

Roche Diagnostics S.L.

Avda. de la Generalitat, 171-173

08174 Sant Cugat del Vallés

Barcelona, Espaiia

Linea de Atencién al Cliente: 900 210 341
www.accu-chek.es

Sweden
(Sverige)

Roche Diagnostics Scandinavia AB

Roche Diagnostics Scandinavia AB
Diabetes Care

Box 147

161 26 Bromma, Sverige

Accu-Chek Kundsupport: 020-41 00 42
info@accu-chek.se

www.accu-chek.se

Switzerland
(Schweiz/Suisse/
Svizzera)

Roche Diagnostics (Schweiz) AG

Roche Diagnostics (Schweiz) AG
Industriestrasse 7

6343 Rotkreuz, Schweiz

Hotline Diabetes Service 0800 803 303
gebiihrenfrei

info@accu-chek.ch
www.accu-chek.ch

Taiwan
(&)

Roche Diagnostics Ltd.

SUERT2HE | Roche Diagnostics GmbH
SLERR it © Sandhofer Strasse 116
68305 Mannheim, Germany

WERTE | QEEREECEEIRIRAERAR
mpgithit : KAt RERIE=R 2581048
RATBESR © 0800-060-333

www.accu-chek.com.tw

Roche Diagnostics Ltd.

10F, No. 2, Min Quan East Rd. Section 3
Taipei 104, Taiwan R.0.C

Freephone: 0800-060-333
www.accu-chek.com.tw
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Thailand Roche Diagnostics (Thailand) Ltd Roche Diagnostics (Thailand) Ltd
Wsznalny) 18th Floor, Rasa Tower

555 Phaholyothin Road

Chatuchak, Bangkok 10900

Thailand

Customer Service Line: +66 (0) 2791 2222

131 L1z lowanluadnd (Urzinalne) drda
7 18 81013 38 MM11293 1
555 nuwwnalafu wu299qnT 1waaqans nyonny 10900 dszinelng

uanfin-1ia nearduinas 02-7912222

Turkey Roche Diagnostics Turkey A.S. Roche Diagnostics Turkey A.S.
(Tarkiye) Esentepe Mahallesi Kirgllii Sokak No: 4
34394 Sisli, Istanbul
Tiirkiye

Ucretsiz Destek Hatti: 0800 211 36 36
www.diyabetevi.com

Ukraine Roche Ukraine LLC Roche Ukraine LLC
(YkpanHa) BC «Leonardo», 10th floor
19/21 Bogdana Khmelnitskogo street
01030 Kiev
Ukraine
www.accu-chek.eu/east
United Arab Roche Diagnostics Roche Diagnostics
Emirates Regional Office GCC
(Basill &y ,all oLy P.0. Box 71437
Abu Dhabi

United Arab Emirates
www.accu-chekarabia.com

United Kingdom Roche Diagnostics Limited Roche Diagnostics Limited

(United Kingdom) Charles Avenue, Burgess Hill
West Sussex, RH15 9RY, United Kingdom
Accu-Chek Customer Careline V
UK Freephone number: 0800 701 000
ROI Freephone number: 1 800 709 600
" calls may be recorded for training purposes
www.accu-chek.co.uk
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USA Roche Diagnostics Roche Diagnostics
(USA) 9115 Hague Road
Indianapolis, IN 46256, USA
ACCU-CHEK Customer Care Service Center: 1-800-858-8072

www.accu-chek.com
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ADVANTAGE, COMBO, D-TRONPLUS, PERFORMA COMBO, PERFORMA CONNECT, PERFORMA EXPERT,

PERFORMA INSIGHT, PERFORMA NANO and VOICEMATE are trademarks of Roche.
All other product names and trademarks are the property of their respective owners.
© 2014 Roche Diagnostics

Roche Diagnostics GmbH

Sandhofer Strasse 116

68305 Mannheim, Germany
www.accu-chek.com
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